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Joint Agency Turbulence Experiment
Final Report

1. INTRODUCTION

The Air Force Geophysics Laboratory (AFGL) is investigating the use of
Doppler radar to detect turbulence in regions of precipitation. The purpose of
this effort is to develop an airborne sensor which would enable pilots to identify
and avoid regions of turbulence hazardous to aircraft., This effort is being directed
in two phases., First, it is necessary to demonstrate the ability of radar to detect
and quantify regions of hazardous turbulence, and secondly, to develop and test an

on-board airborne sensor which could be used on aircraft. The theoretical founda-
1,2

tions have been previously discussed (Bohne ). Preliminary aircraft and radar
data analyses have also been presented (Bohnes). This report represents the
completion of the data analysis phase.

To obtain the necessary highly coordinated aircraft and radar data to properly
test the radar techniques, AFGL established the Joint Agency Turbulence Experi-

ment and participated in the Storm Hazards Program directed by NASA Langley

(Received for publication 15 January 1985)

e 1. Bohne, A.R. (1981) Radar Detection of Turbulence in Thunderstorms,

'_“ AFGL-TR-81-0102, AD AT08679.

t-"_'.} 2. Bohne, A.R. (1982) Radar detection of turbulence in precipitation environ-

o ments, J. Atmos. Sci. 39:1819-1837,

P vvw

- 3. Bohne, A.R. (1983) Joint Agency Turbulence Experiment - Interim Report,
' AFGL-TR-83-0180, AD 7§137E7.
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Research Center and NASA Wallops Flight Center. The emphasis of the Storm ‘
Hazards Program was to study effects of lightning on aircraft systems and also to |
observe the meteorological phenomena associated with lightning events. To accom-
plish this the NASA Langley Research Center flew an F106B aircraft, instrumented
with lightning strike, atmospheric chemical, optical, X-ray, microwave, and gust
A parameter measuring equipment through active thunderstorms. Direction of the
aircraft to electrically active storm regions was aided by on-board electric field
mills supplied by AFGL, and ground-based lightning detection equipment.

Of prime interest to AFGL was the ability of the aircraft to measure the three
orthogonal gust component parameters, enabling AFGL to obtain ground-based -

radar and in situ aircraft data that were spatially and temporally coincident., To

accomplish this AFGL incorporated Doppler Pulse Pair Processing and display
equipment into the NASA Wallops Spandar radar. With the Spandar radar operating
in an aircraft tracking mode during storm penetration, AFGL was able to obtain

the desired coordinated aircraft gust data and ground-based Doppler pulse-to-

pulse in-phase and quadrature return data, The correlation of the turbulence
severity estimates, as determined from these aircraft and radar data, have been
used to more accurately determine useful radar methodologies for remote turbulence
detection,

For the sake of brevity much of the material is presented in the appendices.
This includes discussions of methods for estimating effective turbulence outer
scale, the stability of the aircraft turbulence severity estimates, and radar pulse
volume filtering effects upon radar structure function estimates. The basic radar
time history data, along with the time histories of turbulence severity estimates
are presented in Appendices F-H., Also, a discussion of the operational mode
and methodologies for basic data reduction and analyses were presented in the
Joint Agency Turbulence Experiment - Interim Report. This material, along with
supplemental information concerning additional data reduction and analysis proce-
dures arc presented in Appendix A, The main body of the report will present only

the necessary background material and a discussion of the results of the analyses.

2. ESTIMATION OF TURBULENCE SEVERITY BY RADAR METHODS

The parameter of interest for determining the degree of hazard of turbulence
is the turbulence severity, where turbulence severity is here defined as the cube
root of the eddy dissipation rate (€). Estimates of turbulence severity are ob-
tained through use of in situ aircraft gust component data and ground-based radar
time series in-phase and quadrature sample return data. Here we will consider

only the relationship of the radar measurements to the environmental turbulence

»
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field, The radar data were obtained from a radar pulse volume located generally
within 300 m of the aircraft position by slaving the NASA Wallops SPANDAR radar
(parallax corrected) to a tracking radar. The radar time series data were analyzed
using objective thresholding, Pulse Pair Processing, and constant threshold below
Doppler spectrum peak, methods to observe the performance of the various Doppler

techniques currently in use. In the final comparisons only the objectively thresholded
data were used in the turbulence analyses, since the Doppler spectra data were

found to be contaminated, requiring full Doppler spectrum data at hand to employ
objective image spectrum removal techniques. The resulting radar data were used
with three different techniques for estimating the turbulence severity,

First, the Doppler spectrum variance is employed in a technique discussed by
Bohne3 which assumes that the environmental turbulence field may be modeled as
inertial in form (Kolmogorov 5/3 law) with a finite effective turbulence outer scale.
The term effective outer scale implies that the energy contained in the environ-
mental turbulence field, distributed over a range of scales including permanent,
energy containing, and inertial subrange eddy (Kolmogorov) regimes, may be set
equal to that found in the modeled field by adjustment of the turbulence outer scale,
Numerical tests, using a Von Karman relation to model the true turbulent environ-
ment and the Kolmogorov model field with an effective outer scale length set such
that the energy of the Kolmogorov field was equal to that contained in a Von Karman

field which included eddy scales from the non-isotropic energy containing scales

and smaller, showed differences of less than 3 percent in the derived estimates of
turbulence severity., Thus, use of the Kolmogorov (inertial) model for the environ-
mental turbulence field, with a properly adjusted effective outer scale, is adequate.

The second method employed the Doppler spectrum variance with a relation
derived by Frisch and Clifford. 4 Here, once again, it is assumed that the energy
contained in the environment turbulence field is Kolmogorov distributed, but the
effective turbulence outer scale is assumed infinite in size.

The third technique employed the Doppler spectrum mean radial velocity in a
structure function analysis. Here the general relation which include both the longi-
tudinal and transverse terms was used. This was necessitated by the aircraft
penetration tracks usually not lying along, or transverse to, the radial from the
radar to the aircraft. The structure function data were analyzed at scale lengths

where the turbulence field is assumed inertial in form.

4. Frisch, A.S., and Clifford, S.P. (1974) A study of convection capped by a
stable layer using Doppler radar and acoustic echo sounders,
J. Atmos, Sci. §v1\51622—1628.
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e The success of all three techniques is dependent not only upon the environ-
' mental turbulence field being successfully modeled by a Kolmogorov tvpe energy
distribution scheme, but also upon the turbulence field being homogeneous and
[ isotropic. Consideration of the apparent degree of isotropy in the environmental
_ turbulence field is presented in Section 5.
o~ The applicability of these techniques under various turbulence conditions is
\ easily understood when one considers the mechanics by which the turbulent gusts
4 are mapped 1nto the Doppler spectrum variance or the fluctuation of the Doppler

mean velocity, This mapping is a result of the spatial filtering effects of the radar
pulse volume upon the spectral distribution of energy in the environmental turbulence
field. The general relationship between the Doppler spectrum parameters and the

turbulence field is given by

<VAR> = f 6 (D) (R, (k) - R, (k) (k) 4K (1)
Ron 2 7z 177z 70

-
where < VAR> is the ensemble estimate of Doppler spectrum variance, k is the

three -dimensional turbulence wavevector, and
- 6 - ¥ =
¢I(k) = (2m) FI(k) FI(k) (2)

is the radar pulse volume filter function in wavevector space. Note that F (k) is

the Fourier transform of the two-way radar beam filter function I(r, R), where

2 2 2

lof &+ &) v 8 %

- 02 o h
I(r, R) = (3)

90, ¢o are the one way full half-power beamwidths, and h the pulse volume length.
The terms Rz(kz). Rl(kl) are the precipitation turbulent motion variance, and

velocity, weighting factors respectively. These terms may be written as

_AD _6
R (k) = D dD e AD 8 4p (4)
(1 +kz (aD /g )
<AD _6
p° 4D -AD _6
R,(k ) = £ / e D’ dD (5)
172 f(1+k§(aD D)4 g% 4 /

where the precipitation size distribution is assumed to follow an exponential form
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N(D)dD = N_ e D (6)

and where N (D) dD is the number of precipitation particles having diameter D to
D+dD. The terms (a Db)4 and kz represent the terminal velocity

Vp = a Db (7)
and z component of turbulence wavevector, respectively. ¢ (l:) is the turbulence
power density spectrum function of the radial [Eq. (1}] air velocity component.
When looking along the z direction, the precipitation weighting functions [Egs. (4, 5)]
should be multiplied by 0.25. Now Eq. (1) may also be written as
o2 V2

<VAR> = Vg oo - Voo

(8)

where the first term on the right represents the total measurable one dimensional
precipitation motion variance contained by the precipitation in the environmental
turbulence field. The second term represents the portion of this total measurable
energy which is mapped into the fluctuation of the Doppler mean velocity. Thus the
Doppler spectrum variance is simply the difference between the maximum one-
dimensional radar measurable precipitation motion variance and the average
variance of the turbulence induced fluctuation of the Doppler mean velocity.

The general performance of the two radar techniques (structure function and
variance) may now be considered. When the radar pulse volume is small in size
compared to the largest turbulence eddies, the radar pulse volume may effectively
be considered a point size pulse volume interrogating the larger scale eddy struc-
tures. In wave vector space the beam filter function ¢I(k) is effectively unity over
all k resulting in most turbulent motion energy being mapped into fluctuation of
the mean Doppler velocity, and results in a very small measured Doppler spectrum
variance, Here, the structure function method which relies upon the fluctuation of
the Doppler mean velocity

D(r) = < (V (x+1) )% > (9)

Dop(x) - VDop

where r is the separation distance between the two velocity measurements, has
potential to accurately represent the true environmental structure function. Alter=-
natively, when the radar pulse volume is larger than the largest turbulence scale,

->
the beam filter function in wavevector space is close to zero except for k near zero.

In this instance the measurable turbulent precipitation motion iz mapped primarily
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into Doppler spectrum variance. Now the radar structure function is a poor
representation and severely underestimates the true environmental value,

The Doppler spectrum variance-based methods, on the other hand, take into
account the radar beam filtering effects, and if the variance estimates are not
contaminated, then these methods have potential to estimate well the turbulence
severity over a wide range of pulse volume sizes (distance from the radar) as long
as the true environmental turbulence field has been modeled properly and the proper
choice of effective outer scale has been made. If the outer scale chosen is too
large (small), then the resulting turbulence severity estimate will underestimate
(overestimate) the true environmental value,

A demonstration of the typical performance of the two different techniques may
be observed in Figures 1 and 2. Figure 1 displays the turbulence severity estimates
for the structure function, and variance (AO = 0.5, 2.0, « km) methods, The

corresponding estimates derived from the in situ aircraft data are shown in Figure 2,
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Figure 2. Time History of Turbulence Severity (61/3) as
Estimated From Aircraft Gust Data Using Structure Function
Method

These results are typical and demonstrate that the turbulence severity estimates
determined from the radar structure function method are, in practice, almost
always smaller in magnitude than those derived from the radar variance methods.
As stated above, this results mainly from reduction of the fluctuation of the Doppler
mean velocity due to radar beam filtering. Also note, however, that the variance
techniques appear to consistently overestimate the severity in truly light turbulence
regions. This results from contamination of the Doppler spectrum variance esti-
mates, Finally, note the reduction in the magnitude of the turbulence severity
estimate with increasing effective turbulence scale,

The inability of the structure function method to detect moderate to severe
levels of turbulence, combined with the inability of the variance methods to detect
light levels of turbulence while demonstrating good potential to detect moderate to
severe classes, suggests additional factors are influencing the radar estimates.

We may estimate a minimum bias in the two estimators by considering the measured
radial velocity VDop to be a sum of a storm VS, turbulence VT’ and error eRR

component as shown by

Vpop = Vg * Vp * eRR. (10)

The resulting structure function estimate is now expanded to

D(r) = <[(Vs(x) + VT(x) + eRR(x)) - (VS(x+ r) + VT(x+ r) + eRR(x+ r)i 2>(11)
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Now experience has shown that the dominant storm scales, those which contain

the major portion of storm wind field energy, appear to be in the range of 5 to 8 km
(Bohnel). Observed effective turbulence outer scale values consistently appear to
lie in the range of 0.5 to 3 km. To a first approximation, the storm wind field may
be considered quasi-stationary relative to the turbulence and error components,
and the turbulence field quasi-stationary relative to the error component. Each
component may also be considered uncorrelated with the others. Under this

assumption the structure function is approximately represented by

D(r) = <<Vs(x) - VS (x+r) )2 >+ <<VT(x) - VT(x+ r))2 >+ 2 eRR” . (12)

Any constant bias component of eRR has been removed and only the random compo-~
nent remains., To a first level of approximation we may assume its minimum value
results from the natural statistical fluctuation of the Doppler mean velocity. This

is given by

eRR® = L oy, / (857 T) (13)

where T is the radar dwell time, GD

L is radar wavelength., For typical observations, T = 0.25 sec, L = 0.1 m. Thus

is Doppler spectrum standard deviation, and

for a Doppler spectrum variance of 4 (m/sec)2 we have a value of eRR'2 = 0,06 (m/sec)z.
The resulting contribution to the structure function estimate of turbulence severity

2/3/sec. For a nominal storm wind shear of the radar radial

is about 0. 14 cm
velocity of 1.0 m/sec/km, a typical contribution to D(r) from the storm component
would be about 0. 25(m/sec)2. contributing about 0,21 cm2/3/sec to the turbulence
severity estimate. So a typical minimum turbulence severity estimate via the
2/3/sec. This

value is small when compared against the observed deficit in severity estimates

radar structure function method may be of the order of 0.25 cm

in regions of strong turbulence and shows that pulse volume filtering may pe the
dominant influence in determining the applicability of the structure function method
for estimation of turbulence severity by radar.

Alternatively, at a range of 100 km, the contribution to Doppler spectrum
variance from this same level of storm shear is only 0. 05(m/sec)2 and the corres-

2/3/sec. This value is small when

ponding minimum severity value is only 0.75 cm
compared to the observed severity overestimate. Although the variance data here
were corrected for storm shear, antenna rotation, and spectrum averaging effects,
there is obviously some contribution not yet accounted for. Thus the limiting

factor which determines the ability of the variance -based method to detect light
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turbulence regions is the degree to which we can remove contaminant effects. This

A 1)

topic will be discussed further in Section 4,

S

Pd

3. STORM ENVIRONMENTS

et I

A brief discussion of the storm environments encountered by the NASA Jangley
aircraft will be presented. Since the 1981 data have already been reported (Bohnes),
only a brief discussion of the 1981 data will be given here, The methods of obtain-

ing the sounding data and the storm reflectivity factor on Cartesian surfaces are

S T
.

detailed in Appendix A, In the following discussion all reference to radar radial

]

velocity and spectrum variance refer to data acquired in :he tracking gate while

the SPANDAR radar was slaved to the aircraft. These data are presented in

l Appendix F. Also, analysis has shown that large spectrum variance is almost

" always an indicator of strong turbulence, thus these two terms may be used inter-
:__:_' changeably in following discussions.

During the 1981 season, four storm periods were chosen for analysis. The
first data set was obtained on 1 July 1981 (Day 182). The environmental sounding
(Figure E1) shows the wind to vary slowly from about 170 degrees near the surface
to 120 degrees at 6 km, with the speed increasing gradually from about 14 m/sec
to 20 m/sec over the same layer. At the penetration altitude of 4.57 km (Figure 3)
the storm appears as a simple, single cell storm of very limited spatial extent,
with the radar observed storm boundary occupying only 200 km2 in area. The
maximum observed reflectivity factor at penetration altitude is slightly more than
35 dBZ. The aircraft penetrates the northern portion of the storm in a region of
low reflectivity factor and light radial velocity and light to moderate shear., The
time history of Doppler spectrum variance data (Figure F2) shows reasonably good
correlation with the periods of strongsst shear of the radial wind (Figure F1), but
no distinct correlation with storm reflectivity structure.

The second analysis period, 3 July 1981 (Day 184), represents a case where
the aircraft penetrated a storm complex consisting of two dominant reflectivity

factor cells having maximum values near 45 dBZ at penetration level (Figure 4).

The radial velocity (Figures F3, F5, F7 and F9) and Doppler spectrum Figures F4, |
F'6, F8 and F10) variance data exhibit regions of large variance with generally little :
correlation to periods of strong shear of the radial wind, There is some notable

correlation of regions of strong turbulence with storm structure, however. For

example, locations where the aircraft penetrated the storm cells or passed along

the cell boundaries (19:58:00 GMT, Figures F3-F6; 20:04:35 GMT, and 20:05:40 GMT,
Figures F7, F8, and 20:11:50 GMT, Figures F11 and F12). Other regions of strong

turbulence are encountered in between the two storm cells (Pen 2} in the benign
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appearing 25 dBZ region northeast of the northern storm cell, and in the low

reflectivity factor region downwind of the southern storm cell.

90 T T T T T T T v T T T v
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~
o
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90 100 ino 120
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Figure 3. Contours of Storm Reflectivity Factor (dBZ) for
1 July 1981 on Constant Height Surface at Aircraft Storm
Penetration Altitude of 4.57 km. Contours are in 5 dBZ
increments with a recycling dot, dash, and solid pattern,
Minimum plot contour value is 10 dBZ, Time-adjusted
aircraft track is shown. Distances are relative to
SPANDAR radar. Plot time is 18:17:00 GMT
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Figure 4. Contours of Storm Reflectivity Factor (dBZ) for
3 July 1981 at Aircraft Penetration Altitude of 4. 87 km at
20:02:11 GMT. Contours are in 5 dBZ increments with a
o recycling dot, dash, and solid pattern. Minimum plot
contour value is 15 dBZ. Time-adjusted aircraft tracks
are shown. Distances are relative to SPANDAR radar

16 July (Day 197) represents a case of widespread precipitation containing a
few localized cells of maximum reflectivity factor near 35 dBZ a’ the penetration
altitude of 3.5 km (Figure 5). For both penetrations, one passing through a small
reflectivity factor cell and the other near the radar detectable storm boundary,
variance values are small, being in the range of 1-2.5 (m/sec)z. The shear of
the radial wind is small, and except for a minor correlation of increased shear
with increased variance at 18:48:23 GMT (Figures F15 and F16), there is negligible
correlation between the variation of variance and radial velocity shear.

. The last analysis period for 1981, 17 July (Day 198) represents an unusual
occurrence where the storm complex (Figure 6) is relatively close to the SPANDAR

o radar. This complex is dominated by a single cell storm having a maximum

. reflectivity facior near 50 dBZ. The time-adjusted aircraft tracks show the pene-

tration paths to reside on the periphery of this dominant storm. The radar Doppler

spectrum variance and velocity data show significant fluctuations. However, except

< for the period near 18:39:40 GMT (Figures F19 and F20), there is very little

correlation of increased variance with increased shear of the radial wind.
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Figure 5. Contours of Storm Reflectivity Factor (dBZ)
at Aircraft Penetration Altitude of 3.5 km for 16 July

1981 at 18:32:37 GMT. Contours are in 5 dBZ
increments with a recycling dot, dash, and solid
pattern. Minimum plot contour value is 15 dBZ.
Time-adjusted aircraft tracks are shown. Distances
are relative to SPANDAR radar

It is observed that for the 1981 season most of the storm relative aircraft
penetration tracks were in peripheral regions of the storms under investigation.
Thus, incomplete information concerning the occurrence of significant Doppler 1
spectrum variance, usually indicating significant turbulence severity, with dominant
reflectivity features of the storms was obtained. Episodes of significant turbulence
were found throughout the general storm environments. This small 1981 data set
shows that strong turbulence may generally be expected in close proximity to the
active storm cells, but may also be found in benign appearing regions exhibiting
low reflectivity factor. Finally, periods of strong turbulence do not appear well-
correlated with strong storm wind shear,
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Figure 6. Contours of Storm Reflectivity Factor (dBZ) at Aircraft
Penetration Altitude of 3. 35 km for 17 July 1981 at 18:35:00 GMT.
Contours are in 5 dBZ increments with a recycling dot, dash, and
solid pattern. Minimum plot contour value is 15 dBZ. Time-

adjusted aircraft tracks are shown. Distances are relative to
SPANDAR radar

During the 1982 field program a large number of data sets were acquired. How-
ever, in an attempt to attract a greater number of lightning strikes, the aircraft
penetrations were frequently made near storm top where storm reflectivity factor
was often low. This factor, in combination with the extreme range of some of the
storms penetrated, resulted in only four data sets actually being analyzed. Also,
the aircraft turn around interval, the time between the end of the last storm
penetration and the start of the next penetration was significantly less than in 1981.
This, in addition to other scan requirements resulted in few radar volume sector
scans being obtained during aircraft turn around periods. Thus relatively few

13
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reflectivity factor plots are available to portray the changing character of the
penetrated storms during the observation periods. As for 1981 data, the aircraft
tracks are advected, as determined by storm motion, to more accurately display
the placement of the penetrations relative to the prominent storm features at plot
time. On several occasions. insufficient data exist to develop a useful plot at the
aircraft penetration altitude. In this instance a storm reflectivity factor profile

for a lower altitude is chosen in an attempt to display the prominent storm features.
Finally, on several occasions, very long penetrations were broken into two separate
components for ease of data analysis. These exceptions will be noted.

The first analysis period, 17 July (Day 198), studied a relatively small storm
approximately 160 km to the southwest of the radar (Figures 7 and 8). The aircraft
altitude, as determined by radar, increases from roughly 8.3 to 9. 3 km over the
duration of the penetrations. The reflectivity factor plot depicts the nature of the
storm at a lower altitude of 6.0 km. Figures 7 and 8 may be considered roughly
coincident in time with the second and sixth penetrations. As shown, the aircraft
is basically skirting two small cells exhibiting maximum reflectivity factors in the
neighborhood of 45 dBZ. During the observation period, these two storms dissipate
and advect northeastward as shown by the region exhibiting 25 dBZ near 40 km west
and 140 km south (Figure 8). The last two tracks (Pen 6 and 7), pass through a new
cell which develops on the upwind side of the initial storm complex. As shown, all
penetrations occur in weak storm reflectivity factor environments having values in
the range of 15 to 25 dBZ, except for penetration 2 which passes through a small
cell of 35 dBZ.

411
4
1
}
H
i

Figure 7. Contours of Storm
Reflectivity Factor (dBZ) at 6.0 km
Altitude for 17 July 1982 at
20:16:40 GMT. Time-adjusted

! aircraft tracks shown as arrows.
Periods of coincident radar data
shown as thick arrows. Minimum
plot contour value is 20 dBZ.
Contours are in 5 dBZ increments
with a recycling dot, dash, and solid
pattern. Distances are relative to
SPANDAR radar
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Figure 8. Contours of Storm
Reflectivity Factor (dBZ) at 6. 0 km
Altitude for 17 July 1982 at
20:40:35 GMT. Minimum plot
contour value is 20 dBZ.

3 Contours are in 5 dBZ increments
with a recycling dot. dash, and
solid pattern. Distances are
relative to SPANDAR radar
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The seven penetration tracks shown in Figures 7 and 8 indicate that useful radar
data were acquired generally in the vicinity of the storm cells. Observation of the
radar radial velocity and variance data show only very minor fluctuations in radial
velocity and Doppler spectrum variance along penetrations 1 (Figures F23 and F24)
and 5 (Figures F31 and F32). Penetrations 2 (Figures F25 and F26), 3 (Figures
F27 and 28), and 4 (Figures F29 and F30) display moderate shear at the outer
25 dBZ boundary (Pen 2, 19:42:42 GMT) of the smallest cell, upwind of the center
cell (Pen 3 19:52:01 GMT, Pen 4 19:58:36 - 19:59:20 GMT), and between the two
larger cells (Pen 3 19:52:21 GMT). The most significant variance periods are
found within the smallest cell (Pen 2 19:42:12 GMT) and near the radar detectable
boundary (Pen 2 19:42:42 GMT). Significant variance values are also found upwind
of the center cell, but diminish in the region between the two larger cells. During
penetration of the later cell development, the only notable shear is found within and
adjacent to the 30 dBZ contour, but very large variance is found on the upwind edge
of the 25 dBZ contour in this set of observations. The presence of significant shear
of the radial velocity and heightened Doppler spectrum variance appear to be fairly
well correlated with those periods where the aircraft track is within about 10 km of
an active cell.

28 July (Day 209), represents an atypical case where an extensive and very
active storm complex is close to the SPANDAR radar. The radar determined
penetration altitude for penetrations 2 through 4 varies from 8-9 km, however,
only Figure 9, showing the reflectivity factor at 3 km is available to show the active
storm environment. The environmental wind is roughly 20 m/sec from 240 degrees
(Figure E6) with the line advecting from 265 degrees at about 20 m/sec.
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Figure 9. Contours of Storm Reflectivity Factor (dBZ) at
3.0 km Altitude for 28 July 1982 at 22:56:48 GMT. Contours
are in 5 dBZ increments with a recycling dot, dash, and

- solid pattern. Minimum plot contour value is 15 dBZ.
Time-adjusted aircraft tracks are shown. Distances

are relative to SPANDAR radar
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The storm advected aircraft tracks indicate that only penetration 4 passes near any
active storm cells. The line actually extends another 90 km to the northeast, but

atelaa

this area was not the main region of interest. Figure 10, an RHI looking along

an azimuth of 251 degrees may be considered to roughly approximate the storm

} ;’..' g l“‘l’ - d

environment along the third penetration. With storm tops near 12 km the aircraft
was generally flying through regions exhibiting low reflectivity factor, resulting in
those portions of aircraft penetrations where useful radar data were found to be

-.nl‘ . M
U I S NN .

extremely limited. Beyond the appearance of periods of large fluctuating variance

4.

being accompanied by minor shear of the radial wind during the last flight period

: (Pen 6), little correlation of storm features with radar kinematic features can be
'.jQ:l, noted.

o The third analysis period, 30 July (Day 211) shows an isolated storm of small
.":' extent (< 900 kmz) with maximum reflectivity factor near 40 dBZ advecting rapidly

e towards the northeast at approximately 20 m/sec. The radar estimated aircraft
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penetration altitude decreased from 8 km to 6 km during observations. Figure 11
portrays the storm reflectivity factor environment for a mean radar determined
altitude of 7.2 km, and may be considered nearly coincident in time with penetra-
tion 2. This run approaches to within 6 km of the region of highest reflectivity
factor (40 dBZ). The other penetrations essentially flirt with the radar determined
storm boundary.

The time histories of radar radial velocity and spectrum variance are shown
in Figures F49-F64. Note that penetration 8 occurred where a small new cell was
developing, but the radar scan geometry does not include it in the present plot.
Penetration 1 (Figures F49 and F50) exhibits some significant shear of the radial
wind and large Doppler spectrum variance in the blowoff region downwind of the
storm, while penetration 2 (Figures F51 and F52) shows no strong kinematic struc-
ture. Penetrations 3 (Figures F53 and F54), 5 (Figures F57 and F58) and 6 (Fig-
ures F59 and F60) show strong shear of the radial velocity as the aircraft passes
along and through the 25 dBZ contour, and strong shear is also found outside the

CONTOURZ 7 (.7

20

15

Y (km)
10

10 ©20 30 10 S0 ol 70 a0 30

Figure 10. Contours of Storm Reflectivity Factor
(dBZ) Along an Azimuth Angle of 251 Degrees for
28 July 1982 at 22:56:48 GMT. Contours are in

5 dBZ increments with a recycling dot, dash, and
solid pattern. Minimum plot contour value is

5 dBZ. Time-adjusted aircraft track is shown.
Distances are relative to SPANDAR radar
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central storm region (Pen 5 20:02:29 GMT). Significant spectrum variance, how-
ever, is distributed throughout the 25 dBZ region (Pen 5), during exit from the

25 dBZ region (Pen 3 19:38:55 GMT) and passage along the 25 dBZ contour (Pen 6).
Strong shear and large variance are also observed upwind of the storm and in low
(< 20 dBZ) reflectivity factor regions. In general, we note that strong shear and

variance are found well distributed throughout the storm.
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Figure 11. Contours of Storm Reflectivity Factor
(dBZ) at Altitude of 7.2 km for 30 July 1982 at
19:45:20 GMT. Contours are in 5 dBZ increments
with a recycling dot, dash, and solid pattern.
Minimum plot contour value is 20 dBZ. Time-
adjusted aircraft tracks are shown. Distances
are relative to SPANDAR radar

The final observation period 31 July (Day 212), represents a second period
where an extensive complex of storms was penetrated. The three primary storms
are located near (110 km, 114 km), (40 km, 128 km), and (6 km, 132 km)
west and south, respectively. The line is advecting with a speed of about 14 m/sec

from 250 degrees. The plots portray the environment at the radar determined

18
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mean penetration altitude of 7.19 km. Penetrations 1 through 5 lie just downwind
of the storms, while penetrations 6 through 9 pass through the storms during dissi-

pation stage. Track No.'s 2, 3, and 5, 6 represent the beginning and latter
portions of actual penetrations 2 and 4, respectively. Figures 12 and 13 may be
considered coincident with penetrations 1 and 6.

On this final day of analysis the most dramatic occurrence of strong shear of
radial velocity and large spectrum variance occur during passage through the 30 dBZ
cell near 30 km west and 120 km south (Figure 12). Here the shear and variance values
are consistently high during passage through the entire cell. There are to be noted,
however, areas far removed from any active storm regions which also exhibit sig-
nificant shear and variance. Examples would be penetrations 2 (19:25:10 GMT) and
3 (19:27:56 GMT). This is shown in Figures F67 and F68 and Figures F69 and F70,
respectively. The magnitude of shear and variance observed during penetration of
the small cells during penetrations 8, 9 (Figures F79, F80 and Figures F81, F82)
are no greater than, nor offer any more significance than, those observed in the low
reflectivity factor regions. Observations this day further demonstrate that regions
of large radial velocity shear and spectrum variance are not necessarily concentrated
within the general confines of the storm cells, but may also be 1ound in peripheral

areas as well.
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Figure 12. Contours of Storm Reflectivity Factor
(dBZ) at Altitude of 7. 19 km for 31 July 1982 at
19:20:02 GMT. Contours are in 5 dBZ increments
with a recycling dot, dash, and solid pattern.
Minimum plot contour value is 20 dBZ. Time-
adjusted aircraft tracks are shown. Distances
are relative to SPANDAR radar
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Figure 13. Contours of Storm Reflectivity Factor
(dBZ) at Altitude of 7.19 km for 31 July 1982 at
20:14:52 GMT. Contours are in 5 dBZ increments
with a recycling dot, dash, and solid pattern.
Minimum plot contour value is 20 dBZ. Time-
adjusted aircraft tracks are shown. Distances
are relative to SPANDAR radar

4. COMPARISON OF RADAR AND AIRCRAFT ESTIMATES OF
TURBULENCE SEVERITY

Perhaps the simplest measure of applicability of the various radar based tech-
niques for estimating turbulence severity is the rate of success and failure of each
method. The probability of detection (POD) and false alarm rate (FAR) values for
the various techniques were determined over four separate ranges of turbulence
severity (0-1.5, 1.5%-3.5, 3.5-8.2, > 8.2 cmz/3 2

employed four different estimates of the effective turbulence outer scale.

The technique of Bohne
The

values used were )\O = 0.5, 1.0, 2.0, and 4.0 km. Time series plots of radar

/sec).

turbulence severity estimates for these four values of AO will obviously be identical

in form. However, use of such a field of values may provide some insight into a

single effective outer scale value which may be used in general storm environments,
or at least those values which will emphasize light or heavy turbulence regimes.
The assignment of the values of turbulence severity for these light, moderate, heavy,
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and severe ranges are the same as described by MacCready. 5 This in no way sug-

gests that these levels are the standard to be used by all aircraft in all situations,
since they are somewhat a function of aircraft type and speed. They do, however,
provide a useful means of comparing the various technigues. It is felt that any
adjustment of the demarcation of the various turbulence severity levels would most
likely be upward, so that any techniques which better emphasize the heavier tur-
bulence regimes would be more successful in any new turbulence severity scale.

The aircraft estimates of turbulence severity are serving as ground truth data
against which the radar estimates are compared. The aircraft structure function
estimates of eddy dissipation rate from the separate gust component data are used
to form a weighted average value. The weights are proportional to the degree of
alignment of the gust component directions along the radar viewing direction at the
location in question. Thus along a nearly radial aircraft penetration greatest
weight is given to the estimate derived from the longitudinal gust component data.
For a penetration nearly perpendicular to the radar viewing direction, the greatest
weight is given to the transverse component estimate. The detection and failure
rates of radar estimates of turbulence severity as determined from comparison with
this "merged" aircraft data set are presented in Table 1.

Since the aircraft penetration tracks were generally not aligned along, or
transverse to, the radar viewing direction, the radar tracking gate was frequentlv
stepping in range as the radar scanned in azimuth. This, in combination with
selection of a subset of radar data (Appendix A) where the radar estimates are
spaced roughly uniformly apart, results in a radar data set where the estimates
are essentially independent. On the other hand, the radar data spacing is much
smaller than the 1200-m length of the segments of aircraft data used to form each
aircraft estimate. Thus the aircraft estimates used are not completely independent.
To increase the number of aircraft estimates and account for orientation and
statistical biases a second method was also employed. Here the radar estimates
of turbulence severity are compared separately with estimates derived from the
individual gust components. This approach is reasonable if the turbulence is
isotropic. Note that the merged data set attempts to compare the radar estimate

of turbulence severity with an aircraft data derived estimate approximating the

- value obtained along the radar viewing direction. The second method relies upon

isotropocity and may be useful for removing errors due to small data sample

e
YL
fold
-
.

statistics. If the turbulence field is isotropic, at least when measured in terms of

4

turbulence severity, and the aircraft and radar estimates reasonably well represent

>
k]
v

ensemble values, then the comparisons should yield similar results. The separate

ok

1

- AR o e S0 S |

5. MacCready, P. (1964) Standardization of gustiness values from aircraft,
J. Appl. Meteorol. 13:439-449.
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analyses were performed. The POD and FAR results for the non-merged aircraft
data were in fact nearly identical for all techniques and all ranges of turbulence
severity. Thus they need not be discussed separately. This agreement, however,
does suggest that at least when measured in terms of turbulence severity, the
turbulence regions encountered may be considered effectively isotropic.

Table 1. Radar Probability of Detection and False Alarm Rate

1981 Merged Data -
Turbulence STRFN Ao = 0.5 Ao = 1.0 Ao = 2.0 Ao = 4.0 AO = o

Severity km Jm km Km m

2 .

(cm”3 /sec) POD FAR POD FAR POD FAR POD FAR POD FAR POD FAR

Light

0-1.5 38 s5h 1 0 1 0 2 0 6 0 10 0
Moderate

1.5 - 3.5 38 8o 2 88 10 T2 22 66 28 64 3L 6L

Heavy

3.5 - 8.2 26 22 38 5k 65 Lo 77 3k 81 30 84y 27

Severe

>8.2 0 100 75 83 46 8L 9 92 10 87 10 80

1982 Merged Data
Turbulence STRFN A o= 0.5 A =1.0 A =20 A =Lk,0 A =x

i . o] 0 o] o] o]

oeverlity km km km km km

2

(em” /sec) POD FAR POD FAR POD FAR POD FAR POD FAR POD FAR

Light

0 - 1.5 67 70 12 60 b 59 17 59 19 58 22 58
Moderate

1.5 - 3.5 37 66 22 L6 33 LS 46 L5 L7 L6 55 L5 3
Heavy

3.5 - 8.2 26 Lo 59 56 68 L9 72 L 69 Lo 68 35
Oevere

>8.2 7 92 78 81 sk 76 29 T4 27 T2 16 69
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The POD and FAR estimates are determined from the standard relations

POD = X/ Z

FAR

Y/ (X+Y)

where Z is the total number of occurrences of aircraft severity in the desired |
range, X is the number of simultaneous radar estimates in the same severity ‘
range, and Y the number of radar estimates in the desired range when the aircraft

value is not. Note that comparisons here are made between simultaneous aircraft

and radar data. This is a stringent condition, in that it assumes that the radar and
aircraft data are ideally co-located. Relaxation of this condition to allow for com-
parison of a radar value with nearby adjacent aircraft data could also be considered

a reasonable approach, and would return higher POD and smaller FAR values than

LS BRI T ST (W RO

those reported here. Therefore the POD and FAR values presented here may be
considered conservative, Because of different equipment configurations during the
two seasons and the vast difference in the number of input data, results for the 1981

and 1982 seasons will be presented separately. First, the POD and FAR results

for detection of turbulence severity within an individual severity level will be pre-

sented. Later, results for detection of turbulence within a range of severity levels

PRI

will be presented. Finally, note that the probability values presented are multipliea

by 100. b

The distribution of the POD estimates for 1981 for the light turbuience range .'.‘
shows that of all six estimators used (structure function, and variance method with _:
effective turbulence outer scale values of )\O =0.5, 1.0, 2.0, 4.0, okm) only the ’
structure function method displays any degree of success. Its mean value of X

detectability is 37 percent, indicating that 37 percent of the time the radar structure
function estimate is in the same light turbulence range when the aircraft estimate

is also in that same range. The variance-based methods are all totally inadequate,
each having a POD under 10 :rcent. The aircraft measured 160 events while the
total number of radar events (X + Y) in this severity regime for the various variance
methods ranged only from 16 to 1 for the '\o = «to 0.5 km cases, respectively.

Thus the variance methods all overestimate the turbulence severity when the air-
craft measured turbulence in this light range. Since the solution (A . < km)
generallv underestimates the strength of turbulence when the measured variance

accuratelv represents the turbulence contribution to Doppler spectrum variance,

this result suggests the Doppler spectrum variance data contain significant non =
turbulence conditions. It should be noted that although the structure function method

offered greatest success, roughly 50 percent of the time it produced a false alarm.

(T )
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Lt Also, the variance-based methods yield deceptively low false alarm rates due to
F the extremely small data samples in this range.

The distribution of POD for the mecderate range once again shows the structure
function method is most successful in this low energy range of turbulence. The
variance-based methods now begin to display some success in detecting this regime
of turbulence with the )\o = ookm estimator being most successful. The POD values
are 38 percent and 34 percent for the structure function and )\O = ckm variance
method, respectively. The slightly greater success of the structure function
method over the )\o = cokm variance method is somewhat offset by its significantly
greater false alarm rate. Thus the two techniques may be considered roughly
equivalent. Once again the variance-based methods which use a finite outer scale
length have overestimated the turbulence severity values, lifting many of them into
the adjacent higher severity range. This is noted when comparing the number of
aircraft events (210) with the total (X + Y) number of radar events (193 to 31) for
/\O ranging from e« to 0.5 km,

There are significant changes in the distributions of POD and FAR for the
various techniques in the more hazardous turbulence regimes. Over the heavy
range of turbulence severity the structure function method enjoys little success.
The various -based methods with )\O = oc, and 4 km are quite reliable with POD and
FAR values of 84and 81, and 27 and 30 percent, respectively. Even the AO = 1 and

2 km methods enjoy greater success here than that realized by any technique in the

two lowest severity regimes. Thus it would appear that the variance method with
)\O within the range 2 - <km would be acceptable for detecting turbulence in this
severity range.

Finally, for the severe turbulence range (> 8. 2 cm2/3/sec) another dramatic shift
in performance has occurred. The structure function, ?\o =o , 4, 2 km variance-
based methods are all essentially useless in this severity regime. The Ao = 0.5 km
method enjoys the greatest success with a POD of 75 percent. With the number of
aircraft and total radar events being 68 and 273 respectively, it is observed that
much of this success results perhaps from mapping more radar estimates into the
severe range than necessary, thus enabling the radar to capture an increased number
of aircraft events. The number of false alarms for the Ag = 0.5 and 1 km methods
is 242 and 159 and drops to 10 for Ao = 4.0 km. Thus, although the false alarm
rates are all somewhat comparable, the actual number of false alarms resulting

from use of Ao = 0.5 km may be unacceptable. Realizing that heavy severity region.

are themselves significant indicators of hazardous turbulence, one may prefer to

use /\O = 1.0 km with the knowiedge that some borderline severe events may

occasionally be dropped into the heavy severity range.
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Although the quantity of data for 1981 is small, definite patterns of behavior
for the various techniques are easily observed. The structure function method,
where pulse volume effects have not been incorporated into the radar method,
generally underestimates the true turbulence severity and fails miserably in the
more hazardous regions of turbulence. The Doppler spectrum variance-based
techniques, on the other hand, are always overestimating the severity in those
areas where environmental turbulence is truly light. In more severe turbulence
regimes an outer scale near 1 -~ 4 km in length appears to be a reasonable com-
promise. The trends noted here will also be observed ir the 1982 data to be dis-
cussed next,

Consider first the light range of turbulence severity. One notices immediately
that none of the techniques which are based upon raaar Dopgler spectrum variance
are successful in detecting this light turbulence range. Only the structure function
method exhibits any success with a POD of 67 percent. Once again, however, the
false alarm rate of 70 percent indicates that other effects, such as storm shear and
sample statistics, strongly influence severity estimates in this light range,

Over the moderate turbulence severity range the spread of POD values of the
various techniques has decreased. Here the infinite outer scale method is most
successful, with a POD of 55 percent. The variance methods using A, = 4 and 2 km
are nearly comparable, with detection rates of 47 and 46 percent. With false
alarm rates among the three techniques essentially equal, the choice of effective
outer scale length would be Ao = «© km. The variance method using )\O = 0.5 km
fails most often as it continuously inflates radar severity estimates, some of which
have been mapped into a higher range. This can be observed from comparison of
the number of aircraft events within the moderate, heavy, and severe regimes
(2940, 3209, and 418), with those (X + Y) of this radar (J\o = 0,5 km) method (1172,
4466, and 1689), It is interesting to observe how the structure function POD has
slipped downward, while the variance based methods, useless for detection of light
turbulence, have broken out and now show varying success in this moderate range.

The behavior for the heavy range of turbulence severity displays the same
trends noted in the lower two ranges., The structure function method, grossly
underestimating the turbulence severity has become essentially useless, with a
POD value of 26 percent, A wide range of variance-based methods (Ao = o,

4, and 2 km) enjoy comparable success with probability of detection values between
68 - 72 percent and false alarm rates between 35 - 49 percent.

Finally, consider the results for the extreme severity level. The variance
methods with AO = o, 4, and 2 km severly underestimate the aircraft derived value
and are of little use. Only the variance-based methods employing )\o = 0,5 and
1. 0 enjov any real success in detecting the presence of environmental turbulence
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in this severe range. Their POD values are 78 and 54 percent. Again, with the

number of aircraft events at this level being 418 and the total (X + Y) radar observed
events being 1689 for 7\0 = 0,5 km, it is again observed that the success of this

(0.5 km) technique can be partially attributed to inflation of borderline radar esti-
mates from the heavy range into the severe range, thus enabling the radar to
capture more of the aircraft estimates found at this level. This is also reflected

in the relative number of radar estimates found at this level for the )\o = 0.5 km
(1689) and )\0 = 1.0 km (922} cases.

Observations of the behavior of the POD and FAR values dramatically display
some inherent characteristics in methodologies and equipment. It has been shown
that the structure function technique should in most cases, due to pulse volume
filtering effects, show very limited success in estimating turbulence severity
except for cases where radar pulse volum e size is very small, that is, at very
close range (for example 0 - 10 km). The questior that must be asked is why the
method appears somewhat successful in fegions of light to moderate turbulence,
but behaves as expected in the more severe turbulence regions. It is felt that this
results from contributions from the natural statistical fluctuation of Doppler mean
velocity, storm shear, and equipment introduced biases which, although perhaps
small, combine with the measured, diminished, turbulence fluctuations to produce

an estimate which in many cases approaches the true turbulence value. In regions

of greater turbulence severity, where these additional non-turbulence contributing
factors are not sufficient to significantly inflate the structure function under-
estimate, its true behavior is unmasked. Thus the structure functions method
appears successful in the lightest regimes ol environmental turbulence, but only
because it is partially aided by storm, statistical, and equipment introduced biases.
The variance -based methods, on the other hand, are plagued with the opposite
problem. Here the measured Doppler spectrum variance, even with estimates of
storm shear and other standard radar measurement contributions removed, may
still result in an overestimate of the true turbulence contribution. That is, there
are yet some biases which have not been properly accounted for. However, from
Table 1 the behavior of the POD and FAR estimates show that this bias is sig- -
nificant only in the lower turbulence severity regimes and is a minor contributor
when large turbulence induced variance occurs. Thus in the light turbulence regimes,
because of this overestimate of turbulence induced variance, we may be forced to
use a turbulence outer scale length which normally would yield an underestimate of
turbulence severity if the true turbulence induced variance alone had been measured.
In regions of greater severity, the bias effects become smaller and we approach
the more reasonable outer scale lengths which more accurately represent the true

environmental field.
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If the measurements obtained here may be considered representative of most
radars, then the results suggest much care must be taken to ensure that the non-
turbulence factors contributing to Doppler spectrum variance are accounted for.

In this instance one may consider it possible for the variance method with a single
outer scale length to be used over all severity ranges. However, much care was
exercised in the present data analyses. Thus it is perhaps doubtful that all such
contributions can be properly accounted for, and success in the lightest regimes of
turbulence severity is questionable. Also, the results presented here show that
no single outer scale length will provide the most reliable estimation of turbulence
severity for all individual turbulence regimes. Considering the reliability of the
variance-based techniques and the desire to emphasize detection of the more
hazardous turbulence fields, concentration on the detection of heavy and severe
levels seems most reasonabkle. It would appear that AO = 1 - wokm is most useful
for detection of these levels of turbulence. However, choice of outer scale length
and correct classification of turbulence severity into individual severity levels is
still difficult, and the utility of this classification scheme must be questioned.

An alternative method for quantization of the strength of turbulence into hazard-
ous and non-hazardous classes may be possible, The previous discussions clearly
show that no single radar technique is optimal for detection of all individual severity
classes and that FAR values become unacceptably high when attempting to detect
the higher severity classes. In light of this, a separate analysis was performed
to determine the feasibility of detecting composite classes of turbulence, where a
composite class combines all classes including and above a defined severity level,
In particular two regimes, equal to and greater than moderate, and equal to and
greater than heavy, were studied. It should be mentioned that the composite class,
including light and greater turbulence severity, is meaningless since this includes
detection of all possible values and will necessarily return a POD of 100 and FAR
of 0 percent., Likewise, detection of a severe composite class has already been
presented in Table 1, Classification of turbulence into these two composite classes
may offer a method for locating regions of significant turbulence and allow for more
reasonable discrimination between hazardous and non-hazardous regions, The POD
and FAR results for these analyses are presented in Table 2. Consider first the
1981 data.

Comparison of the simultaneous occurrence of turbulence severity within the
moderate composite (equal to and greater than moderate severity) class for the
radar and aircraft data indicate effectively complete detection of aircraft observed
events by all radar variance-based methods, The structure function technique

yields a POD of 90 percent. The FAR values for all these methods are quite

reasonable, all lying in the range of 17 to 20 percent.
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Table 2. Radar Probability of Detection and False Alarm Rate ‘

1961 .
Turbulence UTRFN Ao = 0.5 )‘o = 1.0 Ao = 2.0 Ao = L,0 Xo =«
Scverity km km km km ki
(cm% /sec) POD FAR POD FAR POD FAR PUD  FAR POD FAR POL FAR
> Moderate i
> 1.5 90 16 100 20 100 20 100 20 100 19 100 19 |
i
> Heavy !
> 3.5 b3 32 100 39 99 36 c6 32 96 29 93 27 .
1982
Tu. bulence STRFN A = 0.5 Ao =1.0 Ao = 2.0 Ao = k.0 Ao =« -
Severity ° km km km km K
(cm2/3 /sec) POD FAR POD FAR POD FAR POD FAR POD FAR POD FAR
> Moderate
> 1.9 70 9 96 16 96 16 95 15 95 15 9k 19
> Heavy
> 3.5 33 36 95 L7 92 Lk 86 3y 33 37 8 39

;-‘_A" Results are somewhat similar when attempting to determine those regions

containing turbulence of the heavy composite (equal to and greater than heavy)
class. The POD values have remained quite high, ranging from 100 to 93 percent
for the radar variance-based methods using effective outer scale lengths of 0.5 to
© km, respectively. The structure function POD has dropped to 43 percent. The
FAR values have increased over the moderate composite class values and range

from 39 to 27 percent for Ao = 0.5 to « km, with the structure function FAR being

_‘: 32 percent. The behavior of the various techniques in detecting these composite
'.les classes, when compared to that observed for radar detection of individual severity
:;-f:' levels is only vaguely noted here, except for the relatively poor performance of the
E structure function method in detecting regions of very strong turbulence.
-:::: The POD and FAR results for 1982 are very similar to those presented for
": 1981. For radar detection of turbulence severity within the moderate composite
\ class, the variance-based POD values have slipped to a range of 96 to 94 percent
- with the FAR values being 16 to 15 percent. The corresponding structure function
\‘. values are 70 and 9 percent respectively, For the heavy composite class the variance=
‘:::‘: based methods return to POD values of 95 to 78 percent for AO = 0.5 to <« km, The

structure function POD has dropped dramatically to 33 percent., The FAR values
have increased over the 1981 counterparts to 47 to 35 percent for 0,5 to «< km outer
scale lengths, and the structure function FAR is 36 percent.
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The apparent success in detecting turbulence lying in the moderate composite
severity class reflects the fact that the aircraft observed turbulence severity was
only infrequently below the moderate level. Thus with most aircraft, and certainly
radar, turbulence severity estimates at or above this level, great success is ensured.
With radar severity estimates rarely below‘the moderate level, the FAR values
essentially reflect the roughly 15 percent occurrence of aircraft determined
severity estimates in the light regime. Successful detection of turbulence severity
in the heavy composite class is also well assured. The increased FAR values ob-
served here, however, do reflect the occasional overestimation of turbulence
severity by the radar variance-based methods, as least as determined by compari-
son with the "ground truth' aircraft estimates.

In previous discussions concerning detection of individual severity classes, it
was demonstrated that the variance-based techniques were superior to the structure
function method, but that no single outer scale value produced optimum results for
all turbulence severity classes. The results here, for detection of composite
severity classes, again demonstrate that the structure function method is least
successful but there now exists a broad range of effective outer scale values which
will work quite successfully with the variance-based method. These results suggest
a more reliable method for discriminating between hazardous and non-hazardous
turbulence. It seems reasonable to use a single outer scale to detect both compo-
site classes discussed here. Observation of the POD and FAR results suggest that
an outer scale of 2 km is perhaps a good compromise. One would then first locate
regions of turbulence of the moderate composite class. This will outline well all
regions where meaningful turbulence exists. Within this data there will exist
imbedded areas of turbulence which fall into the heavy composite class. Where the
appearance of this class is random and speckled, one may attribute this occurrence
to the 1/3 false alarm rate suggested by the results presented here. These regions
most likely contain turbulence with values in the high end of the single moderate
level, to low end of the single heavy level, of turbulence severity., Where the
appearance of the heavy composite class is not random, but is continuous in nature
and forms a solid areal region, then this truly signifies the presence of heavy, or
greater, turbulence. Thus, when both classifications are overlayed, those regions
where turbulence severity classification indicates the moderate composite class one
notes the presence of non-hazardous turbulence. Where a random, speckled appear-
ance of the heavy composite signature is observed, this may be considered a region
where a transition zone between hazardous and non-hazardous turbulence exists.

In those areas where a solid heavy composite signature exists, one may consider
that hazardous turbulence is present. This approach, utilizing the detection of
composite classes of turbulence, appears to be clearly superior to detection of

individual classes, and the results above suggest that an effective turbulence outer
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scale of 2 km would be most appropriate for the current turbulence severity classi-
fication as suggested by MacCready. 5

5. CONSIDERING ISOTROPY

Casual observation of the aircraft data derived estimates of turbulence severity
(Appendix G) at any given instant show occasional marked differences in the severity
estimates among the three components. It may be argued that the ditferences be-
tween the gust component estimates result from not incorporating all the necessary -
turbulence scales. The method for estimating turbulence severity from the air-
craft data, however, has been shown (Appendix C) to yield reasonably stable values
which may well be considered local ensemble estimates. The other obvious sugges-
tion would be that the turbulence fields penetrated are not characterized by the
ideal homogeneous, isotropic behavior assumed in the theoretical models used in
the estimation techniques. rinally, measurement biases introduced through the
measurement equipment colilu aiso be present.

To investigate this behavior a brief study was performed to compare the rela-
tive strength of the measured gust energy of the three components over various
segment lengths. A single aircraft time history of the three gust components was
broken into series of non-overlapping segments. For each segment, and for each
gust component, the mean and the trend were estimated. These were separately
subtracted from gust component data of each segment, and the mean gust energy
(< V2>) determined. Ratios of the energies of the components were then estimated
for each segment and then these ratios were averaged along the entire data series.
Next a larger segment size was chosen and the process repeated until the last
ratios formed were produced from one segment alone, that comprising the etitire
data set. A simple relation describing this ratio value is

Ratio = < '> (14)

where < Vio>, <VL > are the mean energy for the longitudinal and lateral compo-
nents for a segment of length L.. Figures 14-16 are typical plots. In Figure 14,

the trend was removed from each segment before mean gust energy was determined.
The ratios indicate that the measured energy in the longitudinal and lateral compo-
nents are roughly equal for all segment sizes all along the aircraft track. However,
the energies of the longitudinal and lateral components are greater than that contained
in the vertical gust component. Observations of Figure 17, the corresponding time
series of aircraft data show that there is only minor storm wind structure and
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turbulence along this track. Figures 15 and 16 on the other hand show marked

differences in the track averaged gust component energies for a different run. In
Figure 15 we see that for segment sizes less than about 2 km in length the longi-
tudinal component energy is greater than that contained in the lateral component.
However, for segment lengths greater than about 5 km, the lateral component con-
tains the greatest energy. Such behavior most likely results from a large-scale
storm structure, which in the horizontal plane, exhibits greater fluctuation and
energy along the lateral than longitudinal directions. As larger segment sizes are
used this feature begins to dominate the gust velocity deviations. A simple analogy
would be the measurement of the oscillation components of a wave feature while
moving along a path aligned nearly parallel to the wavefronts. This suggests that as
larger data segment lengths are used to estimate the turbulence parameters storm
wind structure becomes increasingly important and may strongly bias turbulence
measurements. Once again the vertical component is least energetic. Figure 16
represents analysis of the same data set as shown in Figure 15, however, here the
deviation from the mean of each segment rather than from the segment trend was
utilized. It is presented to further show the effects of large-scale features as
segment size is increased. This is noted by the significantly greater range of ratio
values with increasing segment size as the trend begins to dominate the gust measure-

ments.

RATIO

0 1 1 el 1 Livis i Lasssansst
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AVERAGING LENGTH (km)

Figure 14. Ratio of Energies of Longitudinal to

T ransverse (solid), Longitudinal to Vertical (long
dash), and Transverse to Vertical (short dash)
Aircraft Gust Component Data as a Function of
Data Segment Length. The trend has been removed
from each data segment. Data is from penetration
1 on 31 July 1982
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Figure 15. Ratio of Energies of l.ongitudinal to
Transverse (solid), Longitudinal to Vertical (long
dash), and Transverse to Vertical {short dash)
Aircraft Gust Component Data as a Function of
Data Segment Length. The trend has been removed
from each data segment. Data is from penetration
5 on 31 July 1982
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Figure 16. Ratio of Energies of Longitudinal to
Transverse (solid), Longitudinal to Vertical (long
dash), and Transverse to Vertical (short dash)
Aircraft Gust Component Data as a Function of
Data Segment Length. The mean has been
removed from each data segment. Data is from
penetration 5 on 31 July 1982
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Figure 17. Time Series of Aircraft Gust Component Data Along the North (Ug),
East (Vg), and Vertical (Wg) Directions for the Period Shown in Figure 14

Similar analyses were performed on the bulk of the 1982 gust data. The results
show that the vertical gust component almost always contains the least energy, while
the longitudinal and lateral components are roughly comparable in terms of fre-
quency of dominance at large-scale lengths. However, at short segment lengths, the
apparent energy in the longitudinal component is consistently greater than that of
the lateral component. It is somewhat of a curious result that the vertical compo-
nent remains the least energetic since, on the small scale, buoyancy effects, and

33

SR . _—

.- |
» L PR . e -
AR ALGE LTINS A0 R IR I

"o

-

|




o R R N R B I L U ey 11

on the large-scale, updrafts and downdrafts, often result in the vertical winds having
the greatest fluctuation energy. This observation suggests there may be damping
effects in equipment measuring the vertical gust component which are greater than
those which measure the horizontal components.

Some care must be exercised in the interpretation of these data. If the actual
turbulence field consisted of a weakly to uncorrelated storm wind field structure
with an isotropic turbulence field imbedded within it, as has been assumed in the
conceptual model to derive the radar turbulence relations, and if extractions of the
storm wind component was properly performed, then the ratios of energy in the
various gust components should be equal if all turbulence wave numbers were
incorporated. If, however, only a small range of scales were well incorporated,
whose scale lengths were less than the effective outer scale length and in the in-
ertial subrange regime, then the vertical and lateral energies measured should be
nearly equal, but 4/3 the longitudinal component. Now in the true environment,
where the turbulence is generated by strong shear of the environmental flow, the
largest permanent eddies, having a scale comparable to the local generation region,
and the energy containing eddies from which energy is transferred down into the
inertial subrange, are generally anisotropic. If these scales are only partially
included, than the components need not be equal, and no single component should
be favored. For 1982 data no consistent behavior which follows any of the above
mentioned patterns was observed.

In conclusion, observations suggest that the vertical component measurements
are most highly damped at all scales, thile the lateral component measure-
ments are more highly damped at short scale lengths (few km) than the longitudinal.
It is difficult to prove the existence, or lack of, local isotropy given the apparent
influences of storm scale wind structure, turbulence transition zone, equipment,
and natural statistical biases. The dominance of the horizontal gust components
do, however, suggest the turbulence field may be more two-dimensional in charac-
ter, with the greater component of turbulence eddy motion mapped into the horizon-
tal plane and somewhat damped in the vertical. However, agreement between the
three component estimates of turbulence severity is reasonably good. Certainly

- when comparison is made on the basis of severity classes, agreement is very good

except for those occasional regions when non-turbulence storm structure winds

dominate over the true turbulence contributions in the gust measurements. It must
be noted, however, that this greater degree of apparent isotropy is somewhat
artificial and results from the severity value being proportional to the square root
of the gust energy. Thus, at least in terms of turbulence severity, the field may

be considered isotropic.
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6. STORM SHEAR AND LIGHTNING EFFECTS

When estimating turbulence parameters through Doppler spectrum variance
methods, contamination of the variance estimate must always be considered. Radar
noise, and imbalances in the amplitudes or phases of the in-phase and quadrature
channels are always possible contributors and can most easily be dealt with in the
frequency domain. There are also contributing environmental factors, such as
storm wind shear, where the storm wind field here is considered a relatively
stationary background feature upon which is embedded turbulent wind fluctuations.
Storm shear is generally considered to be the greatest environmental contributor
to Doppler spectrum variance other than turbulence. This contribution was esti-
mated for all Doppler spectrum variance measurements and its effects removed.

In the 1981 data the storm shear was determined by interpolating Doppler radial
velocity data, typically 768 contiguous range gates along the radial, onto a 3-D
Cartesian grid from which the shear of the radial velocity along the radial and trans-
verse directions could be estimated.

During the 1982 season, as a result of the decreased turn around time from the
end of one penetration to the start of the next penetration, and other recording
requirements, insufficient time was generally available to perform volume scans
from which the 3-D data base could be determined. Thus for 1982, the shear con-
tribution was determined by a combination of methods. When possible, the radar
velocity data were placed onto a 2-D grid surface. This surface was a plane which
contained the aircraft track and a parallel line lying at the ground passing through
the radar location. Use of such a surface required that the aircraft tracks
remained at constant altitude and that the tracks were relatively straight. Iln regions
where a track surface technique was not applicable the tracking gate radial velo-
cities themselves were used to estimate shear. These auxiliary methods generally
allowed for an estimate of two components of the shear. As will be discussed
shortly, the relatively small shear contribution to Doppler spectrum variance ob-
served in the 1981 data suggests the missing shear component is not expected to be
influential in the final results.

Figures 18 and 19 show the distribution of estimated storm shear values and
their contribution to Doppler spectrum variance. In these data the three compo-
nents of she:.r of the radial velocity are considered separate events Figure 18
displays the percentage occurrence of observed shear component values in incre-
ments of 0.2 m/sec/km. The trend is very striking and shows grid point estimated
shear with a magnitude greater than 3 % 10_3 sec-l is relatively rare. The mean
measured shear value is about 7.5 X 10-4 sec’l. Figure 19 shows the frequencyv
of occurrence of the ratio of the shear and turbulence contributions to Doppler

spectrum variance. It is quite obvious that at least for the shear estimates
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determined by the methods described here the shear contribution to Doppler spec-
trum variance is generally very small. Figure 19 does not show the 6. 4 percent
occurrence where the shear contribution was greater than that from turbulence.
Generally these events occurred in regions of very light precipitation, exhibiting
low signal to noise ratio values, and it is expected that nearly 50 percent of these
events resulted from poor estimates of Doppler spectrum mean and variance. Thus
there appears to be a 3 percent occurrence rate where the shear contribution to

Doppler spectrum variance is greater than the turbulence contribution.
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Figure 18. Histogram of Storm Wind Shear
Magnitude

It may be argued that even if the Doppler spectrum mean and variance values
well represent true ensemble estimates, then the grid point method for estimating
storm shear of the radial velocity may underestimate the true environmental value
p Lo which may be influencing Doppler spectrum variance. The grid point separation
distances used here were between 0.5 - 1,5 km, and allow for good estimates of the
hi‘ shear for storm scales greater than about 2. 0 - 6. 0 km, respectively. A typical
range of scales for dominant storm wind field features has been observed (Bohnel)
to lie generally in the range of 4.0 - 8.0 km. Thus the shear estimates obtained
] here are probably quite reasonable. These results thus demonstrate that storm
l shear contributions to Doppler spectrum variance are in most instances very small

in comparison to the turbulence contribution. As a first approximation then, when
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Figure 19. Histogram of Ratio of Storm
Wind Shear to Turbulence Contribution to
Doppler Spectrum Variance

estimating turbulence severity by radar variance methods, it may in most cases
be ignored.

Finally, it is of interest to note the occurrence of lightning strike events upon
the aircraft in relation to radar and aircraft observations. Very few simultaneous
observations are available for comparison, with only three for radar and nine for
aircraft, respectively. The behavior of the shear of the radar radial velocity and
Doppler spectrum variance, and turbulence severity estimates derived from air-
craft gust data during lightning strike episodes, are shown in Table 3. Although
little statistical significance can be attributed to these results, some patterns are
noted. First, the radar shear and variance data exhibit relative minima at the
lightning event times. The aircraft turbulence severity estimates, however, are
at periods of relative maxima at lightning event times. It is unclear why the two
sets of observations exhibit different effects. The radar tracking gate is offset
about 150 - 300 m from the aircraft position. Perhaps it is this offset which enabled
the radar pulse volume environment to be unaffected by the lightning events. The
consistent behavior of the aircraft data correlations do suggest that lightning events
when they occur, are found in regions of heightened turbulence severity. One should
not, however, consider lightning location a reliable method for locating hazardous
turbulence within storms, since the overwhelming majority of hazardous turbulence
P;j:F_' regions encountered by the aircraft exhibited no lightning events,
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Table 3. Radar and Aircraft Observations During Lightning Events

Lightning Event Radur Alreralt
1981 JUL | 18:17:14 indet rm
18:17:36 et lilole RVO, D0V min TDorax
1982 JUL 17 19:36:55 T anax
19:58:56 neslipitle RVS/DOV min T max
20:06: 10 TOomnux
1962 JUL 28 20:26:48 TS max
1982 JUL 30 19:30:2h TS max
19:30: 34 indceterm
1962 JUL 31 20:02:19 nerlipible RVS/DSV min TS max

DSV Doppler Spectrum Variance
TG Turbulence Severity
RVG Radial Velocity Shear

7. SUMMARY AND CONCLUSIONS

The results presented here describe the observations and analyses of coordi-
nated Doppler radar and instrumented aircraft gust data obtained during the 1981 and
1982 seasons of the Joint Agency Turbulence Experiment, a participation of the Air
Force Geophysics Laboratory in the Storm Hazards Program of NASA Langley Re-
search Center. A total of eight storm penetration days, comprising 34 actual storm
penetrations, were analyzed. While the aircraft storm penetration altitude during the
1981 seasons was near 3 km, an attempt to attract more lightning strike events in
the 1982 season resulted in storm penetrations being closer to mid- to high-levels
in the storms, about 7 - 9 km altitude. Storm environments ranged from simple,
single cell systems to extended line complexes containing many cells.

Shear of the radar radial velocity resulting from nonturbulent storm structure
contributed generally less than 10 percent of the turbulence contribution to Doppler
spectrum variance, and at least for the cases observed here, to a first approxi-
mation, could generally be neglected. Radar signatures of lightning events were

not detected, however about 80 percent of the lightning strike episodes occurred

\.. R
"
T . .

when aircraft measured turbulence was near a local maximum value. The data

sample here however is extremely small, and the significance of these results must

1

be questioned. The probability of encountering a lightning event when in a region
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of strong turbulence was found i» be extremely low, thus use of lightning location

vy

[~
. 1 P
- I e
L a T
L ST e
o L T P

methods to determine the distribution of hazardous turbulence within storms must
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be considered unreliable. Simple analysis of the energy contained in the three gust
components suggest the turbulence field to have greater energy content in the hori-
zontal plane than in the vertical direction. This anisotropy, however, is not very
significant when comparisons are made in terms of aircraft turbulence severity
estimates. Thus, except for obvious cases where storm structure dominates the
gust component measurements, the turbulence field may be reasonably well approxi-
mated as isotropic when one is concerned only with turbulence severity levels.
Almost all measurements were made at large radar range, resulting in precipita-
tion effects to be small. It is believed that the dominant source of error in use of
radar for turbulence severity detection will result from improper choice of outer
scale length.

The aircraft gust data were analyzed by use of the structure function method.

It was demonstrated that the estimated turbulence parameters well represent local
ensemble values when a local data segment length of about 1200 m was utilized.
When measured relative to the turbulence severity scale suggested by MacCready5
the observed environments were well distributed over light to severe turbulence
regimes.

Estimates of turbulence severity by radar were obtained through use of three
methods. The Doppler mean velocity data were employed in structure function
analysis, and the Doppler spectrum variance data were used with relationstips
presented by Frisch and Clifford4 and Bohne. 1 The variance~based methods
assumed the turbulence field may be modeled as inertial subrange in form
(Kolmogorov 5/3 law) where the largest eddy size in the model is infinite (Frisch
and Clifford4) or finite (Bohnel). Comparison of the turbulence severity estimates
from the radar and aircraft data demonstrate that use of the radar structure function
method strongly underestimated the true strength of the turbulence field, except in
light severity regimes. This apparent success, however, is believed to result as
much from equipment and storm biases as well as the measured turbulence contribu-
tions. The dominant feature of the structure function technique was the limitation
placed upon it by radar pulse volume filtering. Reduction in the rate of success at all
turbulence severity levels with increasing range from the radar, hence increasing
radar pulse volume size, was well demonstrated. These analyses indicate that use
of radar structure function methods, when radar pulse volume filtering is not
accounted for, are inappropriate except for very short radar ranges (perhaps < 10 km).

The Doppler spectrum variance-based methods, on the other hand, demonstrated

very well their capacity to detect moderate to severe turbulence severity regions.

r'.\‘

:.- However, contaminant contributions to Doppler spectrum variance severely limit
::::;:; the usefulness of this method in light severity environments, at least at the large
‘7': radar ranges occurring here. Classification of turbulence into individual turbulence
Al severity levels through use of these radar methods with any significant degree of
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confidence was found difficult. In addition, no single effective outer scale length pro-
vided optical detection capability for two or more individual severity levels. The un-
certainty in this form of turbulence classification makes use of this classification
scheme unreasonable. However, classifications of turbulence severity into compo-
site classes was very successful, and resulted in both high probability of detection
and relatively low false alarm rates. In particular, use of two composite classes,
moderate and greater (moderate composite) and heavy and greater (heavy composite),
appears to offer good potential for discriminating between non-hazardous and
hazardous turbulence. Use of the variance-based method with a single effective
outer scale between 1 - 4 km works well with this classification scheme. Thus,

if nonturbulent contributions are removed successfully from the Doppler spectrum
variance, then the variance-based radar method with a single effective outer scale
length, with perhaps 2 km being a reasonable compromise, provides a successful

means for detecting atmospheric turbulence of moderate to severe intensity.
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Appendix A

Data Reduction and Methodologies

Al. SOUNDING DATA

The environmental soundings are an attempt to represent the structure at the
time and location of observations. Generally, the observation periods occurred in
between standard sounding locations and times. To obtain a representative sounding,
the Wallops Island and other nearest sounding station data from the earlier and
later sounding periods were used to construct a best-fit sounding for the time and
location desired. Due to the close proximity of the storms to Wallops Island, how-
ever, these best-fit soundings were nearly identical to the Wallops Island soundings
alone. Thus, the use of interpolated soundings was abandoned and only Wallops
Island data are used here. Although the accuracy of the temperature data are of
some concern, the environmental wind structure, as observed from the storm
radial velocity data, generally agree well with the Wallops Island sounding wind

structure. These data are presented in Appendix E.

A2. CARTESIAN REPRESENTATION OF SECTOR SCAN DATA

During the 1981 season the rate of storm penetration was low and frequent
volume sector scan sequences were recorded. The 1982 season saw a marked
increase in the time rate of storm penetration., Subsequently few storm volume
scan sequences were obtained during these aircraft operations. Thus more than
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one storm reflectivity factor plot will be occasionally shown to portray the features
of the storm complexes during the 1982 penetration periods. The data acquired
during the radar sector scan portion of storm observations are interpolated to a
Cartesian grid system. The data shown are the equivalent reflectivity factor at
radar determined storm penetration altitude. This level was determined from the
radar computed tracking altitude, rather than from the aircraft determined altitude,
to ensure proper accounting for Earth curvature and index of refraction effects.

The reflectivity factor structures were observed over a few sector scans where
possible to determine an advection velocity for each storm during the observation
period. This advection velocity was then applied to all scan data to ensure that the
data were interpolated to the proper grid-point locations. In all cases this advection
velocity is in good agreement with the estimated sounding velocity for the observa-
tional period.

As stated, a number of aircraft storm penetrations were generally performed
before a complete sector scan update could be obtained. Thus, a single representa-
tive Cartesian data set, with the aircraft penetration tracks advected to the proper
storm locations as determined by the storm advection velocity, is used. Now,
however, comparisons between aircraft and radar scan data do require a relatively
stationary storm structure. Those cases where significant evolution was observed
between the time of aircraft storm penetrations and the sector scan period are noted.
The grid-point separations in these plots range from 0.5 to 1.5 km in the horizontal
and 0.5 to 1.0 km in the vertical. The occasional coarse resolution is a result of
the limited number of sector scans performed between penetrations and the large
range of the storms from the SPANDAR radar. Finally, since a 15-dBZ (10 dBZ
for 1982) threshold is used in the plotting of the reflectivity data, the plots do not
represent the entire spatial extent of the storms.

A3. TRACKING DATA

The tracking gate Doppler data displayed are the Doppler spectrum mean
velocity and variance. The data shown are not the original fine scale time series
of tracking gate velocity and variance. The mode of movement of the tracking gates
combined uniform scanning and a 1 iSec range jump as the plane moved in or out
in range. Thus, the tracking gate data comprising the continuous time histories
are not uniformly spaced. To obtain a more spatially uniform data set for use in
the structure function analyses, a subset of Doppler spectrum mean velocity and
variance data are chosen from the continuous data set. This results in a basic

data set where successive data values are about 150 to 240 m apart.
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A4. RADAR TURBULENCE SEVERITY ESTIMATES

The parameter of interest here is the eddy dissipation rate (¢), which repre-
sents the rate of transfer of turbulence kinetic energy from larger to smaller
scales of motion, or eddies. The turbulence severity index, simply the cube root
(€ 1/3), has been offered (MacCready)5 as a means of quantifying the degree of
hazard to aircraft penetrating a given region of turbulence. Radar estimates of
eddy dissipation rate (€ ) along the aircraft penetration tracks are determined using
two different methods. First, the tracking gate Doppler velocity data are used in
a structure function analysis, which essentially measures the degree of correlation
of radar radial velocity data with distance. Second, the tracking gate Doppler
spectrum variance data are related to the eddy dissipation rate via a relation
founded on the concept that the turbulent air and precipitation motions, particularly
at scales primarily less than the maximum pulse volume dimension, are mapped
into Doppler spectrum variance. In these variance methods, the turbulence field
is assumed to obey the Kolmogorov law and can be characterized as having an energy
distribution totally similar in form to the inertial subrange regime of atmospheric
turbulence. Two methods, that of Frisch and Clifford,4 where the maximum eddy

»

size is assumed to be infinite, and Bonne, where there is a finite effective
turbulence outer scale, are used. The following material briefly outlines the manner
in which the two methods, structure function and spectrum variance-based methods
are employed.

The form of the one-dimensional structure function used is

2
~ X
D(r) = (DL(I‘) - DT(r)) :2— + DT(r) (A1)

where DL(r) and DT(r) are the one-dimensional longitudinal and transverse structure

functions, respectively, and are given by

2/3 213 (A2)

I

DL(r) Ce

(A3)

D(r) 2/3 2/3

2ce
for the inertial subrange region of a homogeneous isotropic turbulence field. This
relation is required since the aircraft penetration tracks were generally neither
parallel nor orthogonal to the radar viewing direction. In these relations C is a
universal constant (1. 77), r is the distance interval between successive radar
velocity measurements used to form the estimate, and X is the component of this

distance along the radar viewing direction.
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As written, this relation portrays the behavior for an ensemble of observations
derived from po: -t velocity measurements in the turbulence field. However, when
using radar radial velocity values, the random fluctuation in Doppler velocity
arising from turbulence scales less than the maximum pulse volume dimension
may be strongly filtered out. Thus, the radar structure function estimates, at

least for the case of an ensemble of measurements, will be diminished in magnitude
and contain proportionately greater amounts of energy from the larger scales of

- ;, motion.

The estimates of D(r) determined by this method will exhibit some error. First,

F.; the structure function estimates are derived from a limited number of observations
_r:{; that may only loosely approximate an ensemble of observations. Second, the magni-

tude of D(r) is diminished due to pulse volume filtering action. Third, the estimates

are biased through incorporation of nonturbulent storm structure wind shear.
Fourth, each velocity value naturally includes a random error component related
to Doppler spectrum breadth and sample dwell time. This may add from 0.1 to
0.4 (m/sec)2 to the structure function magnitude.

In an attempt to account for these effects, the local data sets are first linearly
detrended and eddy dissipation rate estimates are determined at the smallest length

scales where the r2/3

behavior is reasonably well observed, typically at length
scales of 150 through 450 meters. Note that a local data set is represented by a
segment of data, centered around the desired location. These segments varied
in length from 3 to 6 km.

/

between Doppler spectrum variance and the turbulent air motions. This method

The second method employed to estimate (€ 1 3) relies upon the relationship

assumes some knowledge of the effective size of the largest turbulence eddies

within the inertial subrange model. The term effective is used since we are

replacing the actual turbulence energy spectrum that contains energy-containing

.t
-‘_ .'

eddies, in addition to the inertial subrange, with a fully Kolmogorov energy

e
[t I
AP

spectrum form. As discussed in Section 4, this approximation is quite reasonable.

.
s »

" :

First consider the solution of Frisch and Clifford, 4 whereby the inertial sub-
range is assumed to extend to eddies of infinite size. The relationship used is

var = 1.354 C (ea)?® (1-F% - B - o0) (A4)

where C is a universal constant of value near 1.35, and z, a, 8 are related to
effective pulse volume width (R) and length (L) by
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Next consider the solution of Bohne1 where the effective turbulence outer
scale is assumed finite. Unfortunately the integral relations do not reduce to
simple analytic form as shown in Eq. (A4) for the case of an infinite outer scale
length. However, they have been modeled by a series of expressions which closely
approximate the theoretical relationship over all useful ranges for these SPANDAR
radar data sets. The relation developed for the SPANDAR radar is given by

<VAR>/(CE€ 2/3)) = (INT+ SLOPE (EEE) (RANGE)) EEE + ASYM(1 - EEE) (A7)

2/3) at zero range, SLOPE is the slope of the

where INT is the value of <VAR>/(Ce
<VAR>/(C 62/3) curve between 0 and 5 km, RANGE is radar range, and EEE is a
beam filter function. The variance data used in these analyses are the companion
data to the Doppler velocity data employed in the radar structure function analyses.
It is important to note that the structure function and spectrum variance tech-
niques rely upon different effects of the turbulent air (precipitation) motions on the
radar Doppler spectrum parameters. First, the structure function relies upon the
turbulent air motions being mapped into fluctuation of the Doppler velocity, and
then relates this fluctuation to intensity of the turbulence field. In the form used
here [Eq. (A1)], no accounting for the pulse volume filtering effects, that is,
transference of some of this fluctuation energy into Doppler spectrum breadth is
performed. The variance methods, on the other hand, rely upon the spectrum
broadening effects, and do account for the transfer of energy between the Doppler
spectrum variance and the fluctuating mean velocity. If the outer scale length is con-
siderably larger than twice the maximum pulse volume dimension, then Eq. (A4)
is quite good. In theory, use of Eq. (A4) should be limited to short ranges (Bohnel' 2),
perhaps < 40 km for typical weather radars. However, as shown in Section 2, other
factors such as storm scale structure and equipment biases may alter the restric-
tions on its applicability. Experience (Section 4 and Appendix B) has shown that
a length AO of 1 - 4 km is a reasonable choice of effective outer scale to ensure

detection of heavy to severe turbulence regions.
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Appendix B

Estimation of Effective Turbulence Outer Scale

The determination of an outer scale of turbulence is of interest for a variety
of reasons. First, it is a necessary input when a finite outer scale variance tech-~
nique is employed. Second, it is useful in determining what length of local segment
is to be used in analysis of the aircraft data for the estimation of eddy dissipation
rate. Third, it is of purely meteorological interest to compare the larger turbu-
lence scales with the dominant quasi-stationary storm scales observed in thunder-
storms. Analysis of patterns of radial velocity and shear of the radial wind
(Bohnel) show this storm scale length to be about 4 - 8 km.

A variety of methods were employed to determine an effective outer scale length.
First to be used was simple observation of the character of the power spectral
density curves, in particular, the location where the curves change from an approxi-
mate -5/3 slope to a slope near zero. Second, the autocorrelation function is ob-
served to determine the lag distance at which it first becomes zero. Third, the

longitudinal autocorrelation function is integrated to obtain an estimate of the longi -~

tudinal integral scale. From this quantity an effective outer scale estimate is

derived. Fourth, the longitudinal autocorrelation function is fitted to exponential and

B Von Karman forms. Only 1981 aircraft data were subjected to these analyses owing
E’gjﬂ to the somewhat variable results obtained. However, the various methods were

-:'; useful in isolating a range of most probable values for the effective outer scale.

t\:: The range of probable values does support the conclusions obtained from direct

by

comparison of the radar and aircraft derived estimates of turbulence severity
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(Section 4). An entire aircraft penetration series of gust data was used in each
analysis. The data were detrended and lowpass filtered to remove bias from non-
turbulent long and short scale features.
A typical power spectral density plot, obtained from power spectral analysis
of aircraft longitudinal gust data is shown in Figure BR1. Figure B2 shows a
modeled turbulence field. The model displays the expected behavior of a longitudinal ;
power density spectrum where the turbulence field is of the inertial subrange
(Kolmogorov) form with a finite maximum scale of length of 1 km. In this Kolmogorov

representation the curve (Figure B2) is given by

S(K) 2/3y g -513 (y _5/11 (KI/KO)z) K, <K_ (B1)

3
g(CE ‘KO

18/55 (Ce 2/3 K1'5/3 . (B2)

PSD S(K1)

10-1 NPT | ol sl A
107! 107 107 107! 10°
K1 (rad/m)
Figure B1l. Longitudinal Power Density

Spectrum for Aircraft Gust Component
Data From Penetration 1 on 3 July 1981
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Figure B2. Longitudinal Power Density
Spectrum for Model Turbulence Field
Observation of the behavior of this curve suggests that under ideal conditions, that
is the turbulence field is homogeneous and isotropic and has a distinct maximum

eddy scale length, a reasonable estimate of the outer scale value can be obtained
from the shape of the power density spectrum curve.

The real data (Figure Bl) were obtained from penetration 1 on 3 July 1981
and may be considered representative of the 1981 aircraft data. Figure B1 exhibits
a slope somewhat greater than (-5/3) in what one would loosely call the inertial
subrange region and a reasonably distinct change in slope near K = 0,002 m-l.
Comparison with theoretical behavior (Figure B2), suggests that the effective outer
scale is roughly 3. 14 km., However it is readily apparent that the change in slope
occurs at a scale length where very few independent estimates are available, making
accurate estimation of outer scale perhaps questionable, Also, detrending of the
entire data set removes energy from large -scale (small k) regions. Thus this
technique may allow for a reasonable approximation only when the effective outer
scale is much less than the data segment length so that the knee of the curve re-
flects the true behavior and has not been artificially induced. Comparisons between
detrended and non-detrended 1981 gust data show that the power reduction at those

scales where the power spectrum density curve exhibited the abrupt change in slope
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is usually minor. Finaily, it must be remembered that use of a large local data
segment occasionally forces one to incorporate storm regions exhibiting different
turbulence and storm wind field regimes. Thus this simplistic approach may at
best give only a range of probable values for effective outer scale length,

Power spectral density plots were developed for each aircraft penetration for
vear 1981, These were analyzed and estimates of the turbulence outer scale deter-

mined for each penetration. Considering the difficulties 1n interpretation discussed

earlier, it is understandable that no truly consistent set of estimates were obtainea,

However, it is significant that the outer scale estimates generally fell within the
range of 0.5 - 4 km, with values most frequently occurring in the interval of
1.0 - 2.0 km,

Bl. AUTOCORRELATION ANALYSIS

In the autocorrelation analyses, the results were similar to those obtained
from analysis of power spectral density plots, particularly in the determination of
the most probable range of outer scale length. A typical plot of a longitudinal ACF
is shown in Figure B3. It is noted that the curve exhibits a somewhat decreasing
exponential behavior for short lag lengths and then a large-scale oscillation around
zero as lag length increases. At very large lag values the curve becomes very
erratic. This longwave feature may be seen in the corresponding original time
series of data shown in Figure B4, It is quite clear that this nonturbulent artifact
strongly biases the autocorrelation function and may corrupt any outer scale esti-

mates. This nonturbulent feature was removed in the following way.

% 1
f
- F
s -
[ r . 0
F Figure B3. Autocorrelation
R ; Function for Longitudinal Aircraft
Co0.p Gust Data From Penetration 3
I on 17 July 1981
I i
N U | T PR G o)
+ 0. 5. 10. 15. 20.
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If one assumes the gust velocity data to be composed of turbulent fluctuations

and a storm scale periodic component,

the resulting autocorrelation function may

be considered a sum of the two autocorrelations independently since the large -scale

and turbulence components may be considered as independent.

Under this assump-

tion the aircraft gust data contain a true turbulence component VT and a large-scale

wave component V., as give

W

V = VT + VW'

n by

(B3)

Assuming that the two components are independent

B(r) = BT(r) + B. . (r),

W

(B4)

showing the resultant autocorrelation function B(r) is a linear sum of the two

individual autocorrelation terms.

Consider the wave component,

original segment length is T,

If the wave has wavelength L and the total

then for a wave component of the form

[ V(%) = A cos (27 x/L) (B5)
4

; the autocorrelation for a distance T is

r A2

1 - 27'7 L . 47(T-1)

3 R(T)-T- [LOS (_E' 2-('I -T e bm(—L—-)

3

f L oo2nT. 0 2.20(T -T)

3 T sin( » } sin (T) (B6)
4
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The value at 7 = 0 is

2
R(0)=A—T -T~+—L- sin 4NT:| (B/j

and if T = mL where m is an integer then we obtain the usual R(0) = A2/2. Ob-
servation of Eq. (B6) displays the characteristic nature of this function. In the
special case T = nL and T = mL

A2 n
R(T) = - (1 - H) (B8)

which is a periodic function of amplitude A2/2, having wavelength L and an ampli-
tude modulation factor of (1 - n/m). This modulation factor is equivalent to
normalizing the autocorrelation by T - x, and then applying a filter (1 - -,)1(?) on the
autocorrelation function, Thus the amplitude of R(7) in this instance decreases
linearly from A2/2 to zero,

To remove this sinusoidal contamination one may either remove the periodic
ierm from the sum correlation function aposteriori or apply a notch filter to the
input time series data. Limited attempts with a notch filter yielded results that
were not as satisfying as the manual removal method. Thus the original auto-
correlation function was used to determine the wavelength and magnitude of the
large-scale feature by observing the maximum upward and downward amplitudes
beyond the first R(7) = 0 crossing and the placement of the minima and maxima,
This approach is reasonable if the turbulence outer scale is much less than the
scale of the storm feature, allowing the turbulence autocorrelation to approach
zero rapidly and enabling the periodic feature to be easily detected. Figure B5
shows the result after removal of the wave component from the function in Figure B3,
It should be noted that all four methods which employed the autocorrelation function
were run both with and without large-scale wave removal, Results clearly
demonstrated greater consistency when removal was employed. Thus the final
analyses em ployed wave removal when the storm scale appeared to strongly
influence the original autocorrelation function. 1

The first method, observation of the lag distance where the autocorrelation

a's .
ShLNN N
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R - B . .

function equals zero, yielded values ranging from 0.25 - 4 km. The resulting
¥ values were quite inconsistent and because of the possibility of incomplete removal
of any large -scale periodic effect, these results are expected to be useful only as
<

E}:.j«: establishing a general range ot possible values of turbulence outer scale.
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Figure B5, Autocorrelation
Function After Removal

o ANa ™M A
-V M w of Large-scale Wave
[ Feature

T T T T

PR SN W SO B
0. S. 10. 15. 20.
LENGTH (km)

AUTOCORRELATION FUNCTION (m/sec)?

The second method employed integration of the autocorrelation function to

estimate the longitudinal integral scale. From this value the effective outer scale
was derived from

)‘o = 4,189 L . (B9)

The results obtained here were once again scattered about in the range 0.4 - 4 km.
These first two simple procedures provide a range of probable values for the
effective turbulence outer scale length.

The final two methods, fitting the normalized autocorrelation function to a
Von Karman and decreasing exponential form provided somewhat more stable results
and are shown in Table Bl. The exponential relation is given by

f(x) = e X/L (B10)

where f(x) is the longitudinal autocorrelation function, x is the lag distance, and L

is the longitudinal integral scale. The Von Karman representation is given by

_.1/2.9. Ya 1/3 . 1/3
R(x) = 2 (E') mKe E(Ke) X Ke K1/3(XKe) (Bll)

where Kl/S(X) is the modified Bessel function of order 1/3, and Ke is the wave-
vector magnitude where the turbulence energy spectrum is a maximum. It should
be noted that these methods are applied only over lag distances less than about

2 km. Estimates of effective turbulence outer scale derived from these two methods
were very similar in almost every case and results for the exponential fitting
procedure only are shown. Figure B6 shows the curves for a longitudinal integral
scale length of 338 m. Table Bl lists the estimates of effective turbulence outer

scale as determined from analyses of the longitudinal autocorrelation both with and
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without wave removal. With the wave factor included the effective turbulence outer
scale values lie in the range of 2 - 6 km. However, with wave removal the esti-
mates are more consistent and exhibit a range of roughly 0.5 - 3 kmm. These values
lie within the bounds established by the previous methods and are in better agree-
ment with those derived from comparison of aircraft and radar derived turbulence
severity estimates (Section 4).
Table B1. Von Karman/Exponential Fit to Longitudinal Autocorrelation
Function Effective Turbulence Outer Scale )\r) (meters)
——
Day Penetration Ao (meters) A, (meters)
Without Sinusocidal With Sinuscidal
Removal Removal
182 1 3920 2737
184 1 232k 1986
2685 2523
2 3130 2853
3 L863 1345
197 1 3881 310k
2 5144 3047
198 1 6111 648
2 2898 1259
3 LLok 1416
g 1.
€
x 3
- = Figure B6. Autocorrelation Function
E 2 With Exponential (dash) and
a . Von Karman (solid) Representations
L 8 Having a Longitudinal Integral
lr' = Scale Length of 338 m
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The final conclusion of these particular efforts is that estimation of a single
well defined turbulence outer scale value from a time series of aircraft gust data
is a difficult task. This result should not be unexpected if we consider the
meteorological environment that we are interrogating. The aircraft penetration
track typically began on the periphery of the radar detectable storm boundary,
traced through the storm, frequently passing near interior storm cells, and exited
through the opposite storm boundary. Thus, each penetration incorporates regions
of widely varying environmental shear, updraft-downdraft complexes, and varying
turbulence regimes. One should not expect the resultant aircraft gust time series
data to well represent a homogeneous isotropic turbulence field embedded within a
slowly varying quasi-stationary storm environmental wind field. In fact, what is
encountered can best be described as an amalgum of a series of relatively localized
zones within which each displays a resuwtant wind field structure which may only
roughly approximate a stationary storm environment and uniform turbulence field.
Each local region responds to the local forcing dynamic field, and displays
dominant scales and energy content corresponding to that local forcing influence.
It may be possible to reduce the entire penetration into a series of segments, with
each segment capable of being decomposed into large scale storm and small scale
turbulence components (Bohnel). From this it can easily be demonstrated that
analysis of various combinations of such segments yields results which do not
describe the behavior of any one segment, but are dominated more by features
which have scales comparable to the segment sizes. Thus use of autocorrelation
and power spectral analyses as commonly performed and described above may not
be useful in determining a single effective outer scale length. However, these
techniques may be useful in establishing bounds for the effective turbulence scale.
It is certainly enlightning to observe that the range of probable values agrees well
with the conclusions derived from direct comparison of radar and aircraft esti-

mates of turbulence severity.
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Appendix C

Stability of Aircraft Turbulence Severity Estimates

There are numerous methods for estimating the turbulence eddy dissipation
rate from the time series of aircraft gust data. Primary candidates usually make
use of the power spectral density, autocorrelation, or structure function methods.
In the analyses performed here the structure function has been utilized, due to its
ability to remove storm structure bias from the estimate when the storm structure
scales are significantly greater than the energy-containing eddy scales. This
feature may be easily demonstrated by assuming a measured gust component V as
composed of a true turbulence component VT and a storm scale component VS'

V=V,+ Vg. (C1)

For this example the storm scale is sufficiently large to approximate it by a straight
line trend over the data segment to be analyzed, giving

VS = a+ bx. (C2)
The autocorrelation of the fluctuating gust velocity deviations is

B(1) - 1f f(V(x) - V(N (V(x+7) - V(x+7T)) dx (C
L
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2 2.2
=b4LT+b11£ +p(T)V?F (C4)

where p(T) V,ZI. is the true turbulence autocorrelation function.

We see that the autocorrelation function incorporates two trend terms. The
minimum bias in the autocorrelation is b2 L2/ 12. The bias contribution will remain
close to this value as long os the lag distance 7 <<L/3. Alternatively, the structure

function estimate for the same segment L is

D(T) =1t f(V(x) - Vix+T))2 dx (C5)
L
- 2VZ (1 -p)) + b7 2, (C6)

Assuming the storm field gradient is not excessively large, the resultant structure
function estimate at short lags is dominated by the actual turbulence structure func-
tion estimate, with the storm field term a minor contributor. Thus, if the largest
turbulence scale is small relative to the dominant storm scale, the structure func-
tion estimate will effectively correspond to the turbulence contribution. As r is
increased the storm bias term may become significant. In the case where there is
no distinct separation in scale between the turbulence and storm wind fields, then
the resultant structure function estimate will not approach a stable value with
increasing separation size, but will be continually influenced by storm structure
effects.

The relative significance of storm bias may be obtained by forming the ratio

of the storm scale bias for the two methods., The ratio is

2 2
Dir)/B(r) = b27 kL L b LT

3 ) ) (D7)

= 127'2/L2 .

It is observed that as long as the lag distance T is less than L/3 the bias in the
structure function will be less than in the autocorrelation function. In the analyses
performed here lag distances of the order of 100 m were used while the segment
length L was approximately 1200 m. Thus here the structure function method will
exhibit less bias than the autocorrelation (and power spectrum) method. It may be
stated that one can always remove the trend from the data segment before analysis.
However, here a local and stable estimate of eddy dissipation rate is desired, and
the segment lengths over which the analyses are performed may be comparable to
the larger eddy scales. Detrending these short data segments could have the
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undesirable effect of severely reducing the energy contributions from the moderate
to large turbulence scales and is therefore unacceptable. Thus the aircraft data
were analyzed through use of the structure function technique, at lag distances small
(about 100 m) in comparison to the expected turbulence outer scale, and certainly
significantly smaller than the dominant storm structure scale.

To establish the proper data segment length to be used in forming the structure
function at any desired location, a series of duta segments, with each segment
centered about the desired location, but greater in length than the preceeding, is
used. Successive estimates of the structure function, when made at short lag dis-
tances will eventually approach an asymptotic value which remains relatively
constant, even as the data segment lengths are increased. This is true as long as
the segment length is much smaller than the dominant storm scale. This behavior
may be interpreted as allowing the data segment to incorporate sufficient turbulence
scales so that the estimate is effectively a local ensemble estimate.

A demonstration of the behavior of the autocorrelation function, structure
function, and turbulence severity estimate as a function of data segment length is
shown in Figures C1 - C3. The corresponding longitudinal gust component is
shown in Figure C4. With an aircraft speed of about 200 m/sec, a 1200-m data
segment is about 6 sec wide. The time series plot shows a definite large-scale
feature upon which lies the turbulent fluctuations. Location A lies within a feature
having a scale which may be that of either large-scale turbulence or small scale
storm environment, Location B lies on a peak where no significant storm scale
trend exists, and location C lies imbedded within a definite large-scale storm
feature.

At location A (Figure C1) the autocorrelation function shows an initial strong
increase in magnitude with increasing lag distance, but then levels off at a data
segment length of about 1300 meters. This indicates that with a 1300-m segment
all necessary turbulence scales have apparently been incorporated into the local
estimate and it resembles a good local ensemble value. Location B, however,
displays a nearly constant value of 0.5 up to a data segment length of 1200 meters.
At larger lag distances the storm scale bias becomes influential and the magnitude
increases. Location C displays a continual increase in the autocorrelation function
as the storm scale feature piases the estimate through all data segment lengths.
These results show that observation of the behavior of the autocorrelation function
would not give any clear indication of what data segment length, in general, could

be used to form a stable estimate of turbulence severity.
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Figure C1. Behavior of Structure Function With Lag Distance of
18 m (A) and 108 m (B), Autocorrelation Function (C) and
Estimate of Turbulence Severity (D) With Data Segment Length.
Data segments are centered about location A
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Figure C2. Behavior of Structure Function With Lag Distance of
18 m (A) and 108 m (B), Autocorrelation Function (C) and
Estimate of Turbulence Severity (D) With Data Segment Length.
Data segments are centered about location B
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Penetration 1 on 1 July 1981

63




Now if one follows the behavior of the structure function estimates at these
same locations over the same data segment lengths one immediately is impressed
with the rapidity at which they reach a nearly stable value. In all cases a data
segment length of about 1100 m is sufficient to determine a stable estimate of the
structure function. The corresponding turbulence severity estimates are also shown.
These were determined from the structure function estimates and are seen to
become relatively constant in value more rapidly than the structure function esti-
mates. This more rapid rise to a stable value is siluply a result of the turbulence
severity being proportional to the square root of the structure function estimate.

An additional demonstration of the variability of the turbulence severity esti-
mate with data segment size is presented in Figure C5. The three curves repre-
sent estimates of turbulence severity using data segment lengths of roughly 400,
800, and 1200 m, respectively. Quick observation shows that the 800 m and 1200 m
segment length estimates are consistently very close in value. This suggests that
for a reasonable estimate of turbulence severity, one incorporating the major por-
tion of large turbulence scales, either length may be used on this data set. Analyses
of aircraft data were generally performed with multiple data segment lengths to
ensure that a reasonably stable estimate of the local turbulence severity was ob-
tained. In the final analyses, owing to the reliable behavior of estimates at the
1200 m segment length, only these values were used in the correlation analyses
with the radar results. The turbulence severity estimates derived from the air-
craft data by this method are shown in Appendix G.
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Figure C5. Time Series of Turbulence Severity Estimates Derived
From 400 m (solid), 800 m (long dash), and 1200 m (short dash)
Local Data Segments., Data is from penetration 2 on 17 July 1981
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Appendix D

Radar Pulse Volume Filtering Effects on Structure Function Estimates

It was shown (Section 4) that use of the structure function method with real data
for estim ation of the eddy dissipation rate produces results which greatly under~
estimate the true environmental values, This results from the pulse volume filter-
ing effects on the mapping of the normal fluctuating environmental gust velocity
into Doppler mean velocity. In addition to the comparison of POD and FAR values
for the various methods (structure function and variance -based methods), an addi-
tional analysis was performed to further demonstrate the pulse volume filtering
effects.,

28 July and 31 July 1982 represent observation periods when the useful air-
craft penetration periods were close to, and far removed, from the SPANDAR
radar. Comparison of the probability of detection (POD) and false alarm rates
(FAR) (Section 4) for these two periods well demonstrate the radar pulse volume
effects. The tracks also happen to be aligned nearly parallel and perpendicular to
the radar viewing direction. Thus for these data, one is effectively estimating the
longitudinal and transverse structure functions, respectively.

Consider for a moment that we shrink the radar pulse volume to a point size
and that the turbulence field is homogeneous and isotropic. The general relation

for point measurements made in the inertial subrange of the field is

D.(r) = 2 (B,.(0) - B, .(r)) (D1)
1] 1] 1)
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where we will call (X1, X2, and X3) the radial, horizontal and vertical transverse,
directions respectively. Since the radar measures the radial wind component 1)

Eq. (D1) becomes

::} Now, for measurements made along the radial and azimuthal directions we obtain
2/3
D, (X)) = 2(B, (0) - B, (x,n= ce 2/¥x? (D3)

2/3X 2/3

4
DH (XZ) = 2(BH (0) "BH (Xz)) "—'-ng 2

(D4)

for the longitudinal and transverse structure function relations, respectively. To

consider the pulse volume effects we first transfer to wavevector space, noting that

B, (Y) = f¢” (¥) cos (k. T) dk (D5)

-
where q;” (k) is the power spectral density for the radial wind velocity component.
Inserting this relation into Eqs. (D3) and (D4) we obtain

D

(X,)

. 2'/;_{, 9, (K) (1 - cos(k, X,)) dk (D6)

D, (X,) 2f§ 9, () (1 - cos (ky X,)) dk . (D7)

->

The power spectral density ¢ (k) simply details how the environmental turbulence
=

energy is distributed throughout wavevector space k (ml = 27 /X)) where X is the

__l: wavelength representation of an eddy pair of size L./2., Note further that

2 2
k> + k
(E’) - 2 3 E (k)

2

5 (D8)
k 4mk

where E(k) may, in general, represent the effective Kolmogorov energy spectrum
or the Von Karman spectrum. From these point measurement relations we see

that the (1 - cos (l—c'. ;)) term is a sort of filter acting upon the total energy spectrum
o, (K). From Egs. (I ), (D7), and (D8) we see that the energy reduction from

this effective filtering in the transverse direction is smaller (bracket closer to
unity) than for the longitudinal direction. This effect is demonstrated by the

increased fluctuation energy (the 4/3 multiplier) measured in the transverse mode,
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Now with use of radar, we are no longer making point measurements, but
rather each radar radial velocity estimate is a spatial average of the environmental
gust velocity components throughout the radar pulse volume. In this case we must

replace 6, (k) by

0, () = >0, (k) oK) (D9)
where
q)I(k) = (sin (k1 H/2)/(k1 H/2)" e e (D10)

is the two way pulse volume filter representation in wavevector space, H is the
pulse volume length, and
/2

0. = 0., = RO/(8 In4)! (D11)

2 3

where R is the range from the radar to the pulse volume location and g is the full

half-power beam width. With this modification, Egs. (D8) and (D7) become

> - -
D, (X)) 2/1_{, (K o, (K (1 - cos (kX ) dk (D12)

> - -
2 fi&’ 9,k 9 (K (1 - cos (k,X ,)) dk . (D13)

Thus inclusion of radar beam effects simply requires multiplying the original
environmental energy distribution by the beam filter function,

Table D1. presents the probability of detection (POD) and false alarm rates
(FAR) for the suggested composite severity levels for these two periods. These
values were obtained from comparison of the merged (Section 4) aircraft estimates
of turbulence severity with those from the radar structure function method, The
corresponding results for the variance-based method with effective outer scale
length of 2 km are also included for comparison., On 28 July the average distance
from the radar to the observed aircraft penetration regions is about 60 km, while
on 31 July the distance is closer to 110 km., First consider the moderate compo-
site class. The results show that in going from the near to more distant storm the
structure function POD has decreased 6 percent while the FAR has increased by
7 percent. The variance-hased method shows virtually no change i POD aind AR
for the two observation periods. For the heavy composite class the structure func-

tion POD has been cut in half from 47 to 21 percent, while the FAR value has more

67

......




e
Dl el

P,

'i‘ e
X a

P T
PR

g T TNy

L

3
.
VAt T T N
A N St .
. . .- N A

el ot et et o

than doubled from 21 to 49 percent., Meanwhile the variance-based FAR remains

constant, while the POD has decreased by 10 percent., This decrease, however,

is much smaller than that observed for the structure function method. Indeed, when
the combined behavior of the POD and FAR results are considered, it is clear that
the success of the structure function method, particularly in detection of hazardous
turbulence, is strongly range dependent. The variance-based method which includes
beam filtering effects is comparatively unaffected by range. Experience with these
radar data indicate that effects of large-scale wind shear, inability to properly ob-
tain an equivalent ensemble of observations, and radar induced biases are minor
influences on the range dependent behavior noted here., Thus the range effects

obse _ved here are considered to result mainly from pulse volume filtering. One
may account for the filtering effects through inversion methods (SychraDl). How -
ever, due to nonturbulent influences in the Doppler measurements discussed above,
it is often difficult to obtain satisfying results. Certainly, this method would not

generally be applicable for real time analysis.

Table D1. Radar Probability of Detection and False Alarm Rate Variation

With Range
Structure Function Variance >\o = 2 km

Turvulence July 28 July 31 July 28 July 31

Severity (near) ( far) (near) (far)
ents see) PO FAR D FAR POD FAR POD  FAR
> Moderate

S L S ¢ 13 516 615
> eavy

R L i 23 Ly 1) 49 82 L

These observations force one to consider the possible range at which useful
radar structure function techniques could be employed. The SPANDAR pulse
volume widths at ranges of 60 and 120 km are about 0.4 and 0. 8 km, respectively.
Typical ground based and airborne radars have full half-power beamwidths of
about 1 and 4 degrees. Thus the pulse volume effects observed here would be

comparable to a ground based radar observing regions roughly 23 and 46 km away.

D1. Sychra, J. (1972) On the Theory of Pulse Volume Filtering of Turbulent
Reflectivity and Velocity Fields, Technical Report 20, LAP,
TUniversity of Chicago, Chicago, Illinois.
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For the airborne radar the ranges would be 6 and 12 km respectively. Unless radar
beam filtering is accounted for, an effective range from the airborne radar to pro-

duce truly representative estimates of environmental turbulence severity may

actually be so small as to render them useless to the pilot. Thus, it appears that
use of simple structure function methods with radar mean velocity data as a means

-~ of detecting hazardous turbulence regions are constrained to use with ground based

?

radars at short range.
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Appendix E

Wallops Island Sounding Data
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Figure E1. Wallops Island Sounding Data for
1 July 1981 at 1200 GMT. Wind data; speed
(dash) and direction (solid); temperature;
temperature (solid), dew point (dash), and
pseudoadiabat (dash-dot)
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Figure E2. Wallops Island Sounding Data for
4 July 1981 at 00 GMT. Wind data; speed
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Appendix F

Tracking Gate Doppler Spectrum Mean and Variance Data

Data for Figures F1 through F22 were acquired in 1981 and for Figures 23
through F82, in 1982.
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Appendix G

Estimates of Turbulence Severity Derived From Aircraft Gust Data

Datua for Figures G1 through G10 were acquired in 1981 and for Figures G11
through (G50, in 1982.
In all figures in Appendix G, O indicates longitudinal, A indicates transverse,

. . . . . . 2 -1
and W indicates vertical directions. Ordinate units are cm /3 sec .

123

B P e T SRR ST Ve e e T e e e e PN,
- R T T T B R BN IR PR |

e e T T T T T T et e e R A RSP N R ST O S O S
PEAPY, » S S VY SN R WS SO W s PV WP, W W W WO T PR WA IR SO AN VPR S SO WUl Wour SOE I N & P




(T B A 0 g T it e Sl e ot el At A A A e I A S A B e B e S B M S A S M A S Sl e an i T

10

[ oAY - 182 R - 18

o

...
o

EPS »»(1/3)

¥

LAAAAAIAAAAIALAAIIIIAAALAllAA‘AlAlAlllAllllllllu_llllll‘lljAA‘AAAlll‘llA,lllLleLLAAAl“lA“IlALA L

1710 1720 1730 1740 1750 1800 1810 1820 1830 1840
TIME (MIN/SEC)

1A
[ DAY = 182. R - 18

EPS »»(1/3)
Q

yYyrry1yrvrrrfrrry

1710 1720 1730 1740 1750 1800 1810 1820 1830 18490
TIME (MIN/SEC)

in
20.
" DAY - 182, KR - 18
15. |-
Z s
T s
«10. | 5
H !
[ S T
a !
Wi L H
S. I 61
o
—
s
L N
.
Allllll‘l“l‘LLl“l‘llllllll“lAljj‘LllJJl‘lllllll]ll‘l‘l“llllllllll“lu‘lll‘ll‘llllllll‘lILAL L

1710 1720 1730 1740 1750 16800 1810 1820 1830 1840
TIME (MIN/SECH

Figure G1. Estimates of Turbulence Severity Derived From Aircraft Gust Data,
Day 182, Penetration 1




L ana =0 ‘ol ot e <ot ey T

4
‘E

.; P,

N

A
S

Ay Ay 2
e P

Y

- m
iy =
-\", -

L3S ] a

ALS "
,'\ w
SN
o

s ) 5640

[\l

~

>

®

&

)

.

w
e
e

5640

RO
S 20.
o - DAY = 184, MR =
'-"_:r L
- -
™ 15.
; L
B —_ S
..\'-:».‘ ‘: o
‘."..'. — -
“:-:- =10' o
e . i
30 a L
iy w [
.
- S.I-
r
-
L

Laa aand 4 i - B! it A = alb - v LA R Aar Ar v STl S 3

5700

S700

5720 5790 5800 5820

TIME (MIN/SEC)

5840 5900 5920

5720 S740 5900 5920

TIME

5600 5820
(MIN/SEC)

5840

L]
19

62

-

e

ovved FRTUTTTTE FYVVTVTTVI FEVTVOTITS FETTVTUTTE FEVTTTITTI FUTTOTIT FROVTOTT | &

:" 0. Al llllllllll A
. 5640 5700
.
p Figure G2.

Day 184, Penetration 1A

5720 5740 5800 5820 5840 5900 5920 5940
TIME [MIN/SEC)

Estimates of Turbulence Severity Derived From Aircraft Gust Data,

125

Pali vk Sl mSvy SEGE See vk aru Bry




B e e Mg o S e M S L o AR e g A e e b= R B < i s N diaet s, Bt Suit Sete Selfhed At Rl Lol Aot r-.-.-hv.-nvx-:‘-w

2

20‘
ORY = 184, R = 20

EPS-:_II/B)
o v
)
w

w

p—

]

——

oYL [YYPUVITIT TUTTVVVUIY FYVTIVIVIN FOVVPTVIIL FHVVIVITIT FVPTVIVIIN FOPPPTVVN FRVUVPVIIY FUPIIVIVI FPPPPR L

931 44] 451 S01 511 S21 531 7)) 551 601
TIME (MIN/SEC)

DAY = 184. HR = 20

3
—

EPS »»(1/3)

llllll!llll“j‘lllllll‘lllllAlLAAAMLAAIAAAllllAlllllAAll‘AlAAAAAAlAAlAAAlAAAAAlAllAllAAAlAlAAAAA

931 11 451 S01 S11 521 53] 541 S51 601
TIME (MIN/SECY

DAY = 184, HR = 20

...
o

EPS =m(1/N

63

»

—
o
- LN AN SIS SN SN A LA SRS |

4

—

lllllAlllAAAAAlAAIAAIIAAIIIAAAAAAAIAAA‘llllllllIAAIlllllll‘lljlllll‘l‘ll

0 saaaaaaaalasaagaaaalasiss
.

131 141

Figure G3.
Day 184, Penetration 2

151 501 511 521 531 541 551 601
TIME (MIN/SEC)

Estimates of Turbulence Severity Derived From Aircraft Gust Data,

. e s e et e -

AR ._\'_ SO
- - “at e

. ~ T B A a)

SR I S PN APTRP WO e v




T
.

T

Lt st
i

AL AL A ALAL A e SR A B¢l A i b &-Sia o & w o)

20. 30
[ DAY = 184, R - 20
1S. g
; o
e |
Eno. q 5
L I -T-
u -
S.I- H
[ T
0. lelllll‘lllAAAllAuAAllllllllllll‘llll‘ljllllllllllllllllll‘lllllllllelllll‘llJljllllAAljlll‘L L
1129 1139 1149 1159 1209 1219 1229 1239 12499 1259
TIME (MIN/SEC)
b7
[ DAY = 184, HR = 20
1S. -
o [
~
=10. |- S
[ 3
e | T
wi L H
5. [
o —0—"
——
0 ll‘llllllAALLIAAIAALULAAIIAAIlllllllllllll‘lllLAJlllllJljle‘l‘lllll“l‘l_‘J_llllAlAllllllllL‘_Lll L
1129 1139 1149 1159 1209 1219 1229 1239 1249 1259
TIME (MIN/SEC)
20. )1

DAY - 184. HR = 20

EPS »»(]/3)

1129 1139 1149 1159 1209 1219 1229 1239 1249 1259
TIME (MIN/SEC)

Figure G4. Estimates of Turbulence Severity Derived From Aircraft Gust Data
Day 184, Penetration 3

ot Aol X K

i B

PR

deaduindenf SN Al




12
20.
[ DRY = 197, HR - 18

o
T

e
T
w

EPS »mi]/3)

b4
B
x

i
!

v

0 lllllllllllllAllAAlALlAIlI‘ALAAALAllLllAAAAAAlAlAAAAlllllLIAllA‘lll‘LLlLllAllllAllAll AAAAAX AL

4321 4331 434] 4351 4401 4411 4421 4431 4441 9451
TIME (MIN/SEC)

1A
20.

0AY = 197. HR - 18

—
wn
T r

—
o

LA S S S S

EPS ==(1/3)

b
—

0 L_llllllllllllllllllllLAJlllllAAlLl_l_llllllllIlllhlllllllllJLlllAllllllAAIIAA_LIAJAAIILJ_L AdiddAddd L

4321 4331 434) 4351 440! 4411 4421 4431 4441 4451
TIME (MIN/SEC)

20.
t DAY - 197, HR = 18 I
-
(5. )
o |
~
«10. 5
" L
——r—
v L
a. S
w) L H
S. - 65
- 4
[ N
[ Q\\\~ﬁThTTﬁ1 Nl
y l_A_LllllAllllLJlllllllllllllllAllLJllJlulllllllleAlLlLllllllAAlllllll‘lAllllAAllll A Add L

9321 4331 4341 4351 4401 4411 4421 4431 9441 4951
TIME (MIN/SEC)

Figure G5. Estimates of Turbulence Severity Derived From Aircraft Gust Data,
Day 197, Penetration 1

128

R T R T T SRR S ) . . - Se .
B L T P P I T T

- - - - ng~ s . «

T T e R . e
PR BN A S P R A A N B N L L P e AR R LN -a
ARy VIR I I ISP S I I DI S P LTI, AL VR iy I % SRS DT, L L A




L 3 Lkt ne Sas Ba dan Rasl Sait Mk ) e B A i A n v e b e daa i de e o sk A g~ e ieg v ans i i Ml MR ol s A M

20. 2]
DAY - 197. MR - 18

EPS =»(1/3)

4614 1824 1834 4844 4854 4904 4914 9924 1934 99494
TIME (MIN/SECH

ZA
20.
F DRY - 197, HR - I8
L
|
1. -
2 [
~
:lO. - S5
L
: 1
a
“ H
s b
r —r—
s
M
L
lllll‘llll‘ll“llll Lll‘ju‘l‘lllILALLILLAIALALAIIlll‘lll‘l‘llllllll AA“III“I‘I“‘A‘IA L

9614 46824 4834 4844 4854 4904 4914 4924 99 49994
TIME (MIN/SEC}

2

20.
b DAY = 197, HR = 18
L
L
L
1S5, I~
L
—_ L
Q L
— L 5
«10. -
” ——
v
a
“ H
S. I 66
) 3 e
! N
—
aaaaaiaadadaaaaaaT > aasaaasbasasaaaaal st T YT TS YT Favwe s o ¥ ATTYTTTYY FUTVETTETY by v v L

4814 4624 4834 4844 4854 4904 4914 4924 4934 9944
TIME MIN/SEC)

Figure G6. Estimates of Turbulence Severity Derived From Aircraft Gust Data,
Day 197, Penetration 2




EA S T S SN i P I - RO I S A Man e 4 BEREC IS Mt A it St P i S~ St s e e s ne Il i Bk A h and aoa o Ty e g —T

10

3
———
g
8
%
3

EPS »=(1/3)
L

—
o
T

w

o
x

-4

0 AAALAAIAAAA‘ALAAILAAAAIA.AlAAAAA_LjnAlIAAAAAAAllAAAAAAAAllAAAAAAAAllAAAAAAJAAllljnn;l]‘l“‘llllll L
.

3112 3122 3132 31492 3152 3202 3212 3222 3232 3292
TIME (MIN/SEC)

1A

20.
- DAY = 198, MR = 18
5.
o [
~
=10. F S
= -
v g . .
& o
- H
5.
Tw
0 ll‘“lllL‘lllllllll“lllllllllll“‘lllll“ll‘lll‘llllllllllllllll‘illl‘llllllllll‘lllllllllll‘ll L
3112 3122 3132 3142 3152 3202 3212 3222 3232 3292
TIME (MIN/SEC)
1
20.
- DAY = 198. WR = 18
1s.
= |
= !
210. F 5
. i e
o |
wi H
5. 67
N
0 ‘llll“lllllllI‘llll“‘lllll“l‘lLllll“‘l‘l‘jllllll‘llullljlllll‘lllllllIlll‘llllljllll“l‘ll‘l L

3112 3122 3132 3192 3152 3202 3212 3222 3232 3292
TIME (MIN/SEC)

Figure G7. Estimates of Turbulence Severity Derived From Aircraft Gust Data,
Day 198, Penetration 1

130

ST I S S S A N R S S S U T SN




ry

20.
s - -
f DAY = 198, HR = 18
§
3
15. |-
L
_ i
(1]
o L
- !
Z
al0. I S
a i
- 4
A |
W L H
5 -
.
|
<4
L
L M
—
0 AAAIAL‘AI‘I‘l‘lLLLlLAL‘L‘l‘ll‘A‘ll‘“‘l““‘llll““l‘l“llIll‘l‘ll‘ll““‘llLl““‘l“llll‘l“lll L

3901 3911 3921 3931 3941 3951 4001 1011 4021 4031
TIME (MIN/SEC)

20.
ORY - 198, HR - 18

n

rTyrrv)

—
o

T T Y
w

EPS mx(1/3)

v

3901 3911 3921 3931 3941 3951 4001 4011 4021t 4031
TIME (MIN/SEC)

10. S

2
20.
DAY - 198, HR - 18

...
o

LSS B AR S e |

Y

EPS m=m(1/3)

G8 H

b
1
|

]

0 te SUNNUVTYE JUTETUETRI FUTNETUTCS FUVUUNTENY FUTEUTUTNU FUUTUVUUVE CUUTTUTEVI VTN URT N FUTRUEUUTV FUTRT VTS
.

3901 3911 3921 3931 3941 3951 4001 4011 4021 4031
TIME (MIN/SEC)

Figure G8, KEstimates of Turbulence Severity Derived From Aircraft Gust Data,
Day 198, Penetration 2

131

. - - ~ o
. LR TN -7 . o e - - L. * . . . . - - -~ -, -, - “ - ) - -". - . - - - -
A PR ‘-".'..‘_ . .S R . - . '.'A'.‘.'.'-“.~.'. ORI S T o el .'.':\'- -
WA OO PR SRS UV S DRSS S RS S PSS S T T A L P O AR TP P R P W




N
AN
o 1)
- 2.r
4 - -
E DAY = 198. HR = 18
- 1. -
.~ P
.n- —-— -
- T s
L4 —— b
; «10. S
A a s
,.~"..._ 17 L s
o
St
S s. [ H
.:--; [ AR
[ L
» ~‘ 0 llll‘llll‘l‘llL‘Allllllllll‘llllllllullll‘llll_llllllllllLL‘lllu“‘l_lj‘l‘lllllllll‘l‘lllllJlll“ll L

.1 .
-\' 4450 4500 4510 4520 4530 4540 4550 4600 4610 4620
e TIME (MIN/SEC)

ot 20. 3
[ DAY = 198, HR - 18
< 15. -

w' o “;‘ :

> !

b =x10. - 5
i a -

-"_ 7s] o ——
wof

- i H

5.1

[ —+
M
3 [ —
ﬁq-). 0 Allllllllllll_l_LAlllllllllAlllell]lllllL‘AlllllluAllllllllllllllljllllllllllllllllllllllJ_l_lJAlll L
-

R 4950 4500 4510 4520 4530 4540 4550 4600 4610 4620
ot TIME (MIN/SEC)

J
o ¥

20.

DAY = 198, HR = 18

Koag A
B
e

PN

”
b

" ‘ —
L. ™
a0 ~
-_" - :
K. «10.
R - ‘- ‘
- 0
[+ 9
‘ wi

4950 4500 4510 4520 4530 4590 4550 4600 9610 4620
TIME (MIN/SEC)

- Figure G9. Estimates of Turbulence Severity Derived From Aircraft Gust Data,
RS Day 198, Penetration 3

132

e JTh e Te e e % ot T e S . omT Rl
e

G AP BP I P SNPIP L T W SP S

e . .
AL ST . U S e . -
S S RAL N L P II S 1 JUE WP, DU WU CIPOr. IS,

e “m - Ry .w - * -
e e O
N gl ul gl e g o n




v L av o Aae- a2

. 30
20.r
; DAY = 198. HR = 18
S
=
1. |
a |
e |
=10. - S
a L L
x3 L —
e
f H
S.
e
M
——
* lellllllllLA_lAAllllAlllllllAllllllll_llllI‘llljllllllILJAAAl‘llllllllllllllllllllllllljlll‘lll‘lll L

: 0.
< 4630 49640 4650 4700 4710 4720 4730 4740 4750 4800
TIME (MIN/SEC)

3A
20. y
DAY = 198, HR - 18
-
I
1S. -
2 t
T
-
«10. - S
3 L
oI T
&
i H
S.
r D e
- !
B 3 N
! -
. L
T ?‘ lllllllllllllllllllj_LJLllAll_l_LlLllllllIllllLAlLJllAlll‘L‘LlllllALl‘l‘lll‘ujll‘lll‘lllll“.lllllljl L

(2 ' 4630 49640 4650 4700 4710 4720 4730 4790 4750 9600

) TIME (MIN/SEC)
T W
20.
- DAY = 198, HR = 18
15. f ‘
~: :v ; o ‘
i~ = | |
[ =10 [ 5 |
= " b !
ot ﬂ“ |
™ s 1 ‘
- : 610 H
N 5
N T
N
.." ——
'5: F Alllllllll_l_l,lllllll_l_lLAllAALAJAAAJAlllllllllllllllllllllllllllllllllllllllllAlAAAAjjAlAllllllAAA L

9630 496490 4650 4700 4710 4720 4730 4790 4970 49800

TIME (MIN/SEC)

o
;:' Figure G10. Estimates of Turbulence Severity Derived From Aircraft Gust Data,

Day 198, Penetration 3




- e o
A
-
.“‘
b
n" ls- =
P—— L ORY - 198. HR - 19
A g
-\
- o
"...I
“ e o
.‘-.
~" s
ey _10.| >
- -“ [+a] S
. ~
’ hny s t
= -
Ly L 3 o
)
S ") L
S a H
- w
5. |-
-..- o
- 4+
<-‘- o
. F
L
. L L
NTTwETOTY ITTUTUTTES INTETUVIVY FUTTUTTIN FYVITTUTIN CUUTUTT VI TUVTTVETI FVUTUTTUUY FUUTTITIITS CUVEIUPIT

- 3348 3418 3448 3518 3548 3618 3648 3718 3748 3818
P TIME (MIN/SEC)

| DAY - 198. HR = 19

.- b
b
- -

o}
== N
. hand L -+
-
-0 - -
£ T H
" wi 5 -

i M
F‘-\".l 3 -
ey L
._"- 0' AAAAAAAAAIAAIIIIlllllAllllAA_LlAAAAAllALJ_AJLAAAAIAIAIAlllllllAAlAAAAAlllAlAAL‘A_LlLLlAAIAIlllllllAALL
e 3348 3418 448 3518 3548 3618 3648 3718 3798 3818
o TIME (MIN/SEC)

v
COXR | DAY - 198. MR - 19
.

o
1
7

EPS »mi]/3)

P
[V
T

£ 611 it

S - M
- +
A eI\ ATV FTTPTTTTTT POVETFY PYTVITITTY FUVTTTTTTE PUTUTIUTIN FUVTTUUTI LYTTUTUTN FUTVUTUTN

. 0.
- 3348 3418 3448 3518 3548 3618 3648 3718 37498 3818
TIME (MIN/SEC)

:-:::-: Figure G11. Estimates of Turbulence Severity Derived I'rom Aircraft Gust Data,
MO Day 198, Penetrution |1




-y
A

w‘l

.
P

-

Lot
.
-
.

230

FFS »wi )

Q

EPS »xi1/3)

[

o

EPS emi]/ 3

an

Figure G12.

"l pAv - 198. HR - 19

e
TS FUUTUTITTY CUUTUUETEY FVUUIUTIN FETUTUUTTY FRUTITETTY SUUTUTTET TS TTITS FTTTTTTT FUTVITUI

-~ TN~ L

4221 4241 4301 4321
TIME

L DAY = 198. HR - 19

4341 440!
IMIN/SECH

4421

AA‘IAlllllllAllllllllllllllllllllIIAAILIAJALAAAAAIAAIlllAlllAllAAAAll IFUTETEEWS ‘lllllll‘ll‘lllllll

4441 4501 451

-+

422] 4241 4301 4321
TIME

4341 4401
(MIN/SEC)

4421

IVTUEVEVTI FRTUUUTTTY IVUTETUUTY FUUUVIVIVE FUUTEUTRTE ITUTUTIUEY FURTIETT bv v iTis, Taadaaaa M iaaas

9441 4501 4521

612

-T-

4221 9241 4301 4321

TIME

9341 1401
[MIN/SEC)

4421

4441 4501 4521

Estimates of Turbulence Severity Derived From Aircraft Gust Data,
Day 198, Penetration 2

135




15.

S
T

EPS »xl(1/3)

o
r

5019 5039 5059 5119 5139 5159 5219 5239 5259 5319
TIME (MIN/SEC)

15.
fDRY 198, HR - 19

-~ L
~
— o -
L 3
= 0
e T H
w g b
i e
!
I N
L
-

0 AALAadldd ‘AlALAALA_LLAALAAIAJIAIAAAAAALIAALAAA‘ILLA_A_LLAAAJJIA‘AAAAAAllAAIAAAAAJIAAIIlAAlllAAAAAAAAA

5019 5039 5059 S118 5139 5159 5219 5239 5259 5319
TIME (MIN/SEC)

15.
Lt DAY - 198. HR - 19

A

- L 613

0T H
W

L \/\N\/\/ **L

ETTeTl FFTUTUTYEY FUTTTRUTTY CUTTUTUTTY SUTVUTTUTY FUTUTITITY FUTTUUTUTY FUTUUIUUTE FUVUUTTITY FYSTUTTUN

5019 5033 S059 5119 5139 5159 5219 5239 5259 5319
TIME (MIN/SECH

Figure G13. Estimates of Turbulence Severity Derived I'rom Aircraft Gust Data,
Day 198, Penetration 3

138

T T EE e R IR P o R T L. Tt e T ’\.\.,"._
AR St R - et .~ T . St et c . et . S T ST R S Y ) .
DRPW WS Tl W0 YL Wy 0P U, NP P S AP P P AP . WP WO AP WU I (PN, W WL WP, W L WP, W, | UL WL WP, W) L.




Figure G14.

S

EPS »»(1/3)

v

15.

o

EPS 2m(1/3)

n

~
DAY = 198. HR - 1S9

A_AAAAAAAl_LA_AlAAIlALI_LLLAAAALLIAAAAIAL_L_LlA_LAAAlAAAlLAlALJAAlllAA‘LJ_A_L‘_LlAAA_AAAL‘LL s lasaagaiag

« ad WY W T R T ST Y T TN TN T W TR T T TR T L
e - an e e shiva v pardaaaie aab-atli I MEEMEE MR SR PN A

4

LM

IUTTUTTTIN FEYTTTITVSY INTTUVTTTI FUVUTUTV Y FUUUTETTVL FUVEVVUTTS FVTUT

5808 5828 5648 5308 5928 5948 8 28 48 108
TIME (MIN/SEC!

llA_lAAAA_A_LA AAILAAAAAIALA lllll

15.

lo.

EPS w»mi(]/3)

[ par - 198, R - 19

v 1

v
T T

TTTTURVEY CYTTTRVICY INVUTTUTVE FYTUTERTVI PUUTUTVTIS FUVOTTREN Lisaas erYs byvrriin

56808 5828 5648 5900 5920 5948 8 28 98 108
TIME (MIN/SEC)

Estimates of Turbulence Severity Derived From Aircraft Gust Data,

Day 198, Penetration 4

137

s

A A B S

!
614 +
] M
bl ljlljuAAAAA FL
S808 SB28  Sp48 5908 5928 5948 8 28 98 108
TIME {MIN/SEC)




A SANE LAt el U R gt s i B B el St C ol dek st and b and A e o |

15,
f DAY = 198, HR - 20

o
LA R BN B
w

T
i
T

EPS msi]/3

4
T

-

o NTTTTT VT TIVI PETUTUTINY FRUUTTEUT ISTUTURTTY FUTTTTIUDE FTTUSTYIN FUTTETTU I FUTTUTTITY TN IO

505 525 545 605 625 645 705 125 7495 805
TIME (MIN/SEC)

1S.
f 0OAY = 198. HR - 20

T—T

°
T
w

o

~

T

s F

£ H
wi

b
T

-t

0 NUTTITEUTI IVTUTTTTTI FUVIVETINY SUTUURUREY FYTUTUTTTY FUTUTTUITE FUUTETTUTY SUUTUUITTY IVUURTTUTE FUTUPTTET

505 525 545 605 625 645 705 725 7495 805
TIME (MIN/SEC)

15. r
: DAY - 198, HR - 20

m -
~
— -+
-
a b
[7a] -
o H
w) S L
b
. 615 +
-
-~
o Rt T FOVITTITTE FUTTVTVTTL PYTETURITI FUVTRUUTTE FETTTTVEVSE FEVEVITITE PVUUUUNUTY FUTUTRIUTS FUUTYTETEL

505 525 545 60S 625 645 705 725 795 805
TIME (MIN/SECH

Figure G15. Estimates of Turbulence Severity Derived From Aircraft Gust Data,
Day 198, Penetration 5

138

-

"‘ . L : PURTI . . . LI I TN . . -
DO . PR - g s POPP UL % WY O . SOF Sl S Yo T DAL WKL, WLy




u

v

T
s
E

¥
»

IR
T

"’_.l

~
o .
“u

60
15,
- ORY - 198, HR - 20

!
L
L
10. | S
_10.
& o
~
— . qr
[}
a L
[7a} -
a H
w S. -
L
+
O AAAllLllllJALj_lllAlIL‘I_L,LAL'AIIIIlll‘ll_LAA‘ljlej_lell‘lJlAlAIAAAJAIAAAAJJAAAIAIAA_LAA_LAJAAI_A‘AAAI

1123 1143 1203 1223 1243 1303 1323 1343 14903 1423
TIME (MIN/SEC)

DAY = 198, HR = 20

EPS =mi]/3)

1123 1143 1203 1223 1243 1303 1323 1343 1403 14923
TIME (MIN/SEC)

T DAY = 198, HR = 20

o

EPS »2(]1/3)

v

616 1

3
ITVVIUTTY FFUTTTUTY INUTUTIVEY IIUTETRUYS FYTETETIRY FUTTTUTTTY FUTTVETEVE MVTROURTE FEUTUTTUTE FUTUVITIT

1123 1143 1203 1223 1243 1303 1323 1343 14903 1923
TIME (MIN/SEC!

Figure G16. Estimates of Turbulence Severity Derived From Aircraft Gust Data,
Day 198, Penetration 6




aa s e Rale > it lhous” Suite At A sl bt e Gl bt e G ot RARCRICRALA AL S o S S S N MEe S Bul hte  Sane -atun et =iden e ~(.1‘,‘ix;wv.ﬁ.‘-"‘hF*'!lv“"-.‘q'“-.w"ﬁ
-
-

70
L DAY = 198. HR = 20

0. S

—

EPS me(1/3)

l‘.‘..l‘,l........,l......Llll.‘,...AA.llllAA....1.....“..1..,.LJ...le.JA....I.......,Ll.,.A....
2723 2743 2603 2823 2843 2903 2923 2942 3003 3023
TIME (MIN/SEC)

A

-
) L
> | 4
Il
F >
£ H
wog, -
b -
1 N

VTV PRUTTTTTTS FUTTTETTTY TV TIVE FTUUTTITTS CYTTINUTTI FUUNTUTIE CUTTTRT UV FUTTRTUTY VUV UUTY

2723 2743 2803 2823 2843 2903 2923 2943 3003 3023
TIME (MIN/SEC)

. DAY - 198, HR = 20

o
T
w

~ 1 L
~

Z F n
L]

] T

£t "
w5,

V7T

617 +
M

4

JUUVTUUY FRVTTTVITY FVETITUITE FUTUVITUYY FVUUTUUITS FUTTUTTUTI FUTVUETUTE FTURTTYITS FENURTUEY FUVIUTUT

2723 2M3 2803 2823 2843 2903 2923 2993 3003 3023
TIME (MIN/SEC)

Figure G17. Estimates of Turbulence Severity Derived From Aircraft Gust Data,
Day 198, Penetration 7

it 140
F

"

:.'-‘ ; -_. el <o A P T ... ,_'.p:_,. * el -‘..\;_.‘: 1: N ‘- s _.'; LR ‘-'.',".';~ T
k‘. " l_'\)' *'.;1‘.“(‘ i 'L'\t' -} ._'ﬂ:-('.:-'.')s ..1 :':('.. P ::) L la (..‘(':-('.1 h.}'.”i.dfi'r "KL{‘K._(JJL'M PEIA S, ,_ﬂ_\ PLYN n_{s_'\ s \- TR RS O




L g | i S A

15.

EPS »=(1/3)

15.

EPS »»(1/3)

—

0.

EPS =x(1/3)

Figure G18.

‘FDRY:

A2 900 40 T Rar ¢k ey

203, HR = 22

| DAY =

TPV ITTTTTTUTU FUTTTITITI FUTVUVETTL FTUTUUTITI FUVIUTTUTE FEVUUTTIV] FUPUTUVIVI FVUVETTTUE SRTUTTTUT
127 147 207 2217 247 307 327 397 407 927
TIME (MIN/SEC)

L DAY = 209. HR - 22

-

ICUTUURUUTY FTVUTUTETI FUUTRVETTI FVUUSTETTI FTVOTURUVI FUTUTUTUTI FVTNUTRTEY FTTERURVRY FUPTRETURY FUVETUETE

127 147 207 227 247 307 327 347 407 927
TIME (MIN/SEC)

1

2039, HR - 22

T

% S me
i
——

618

-+

IVYVETETVI FYUUUUTETY FUVIVEVITY SVVUTITTTE EVUUUUTIVE FUVUUTVETE FUTUVTUURE FUUETUUTS FUTTURURTE FUVOURUUT

127 147 207 221 247 307 327 397 4907 927
TIME IMIN/SEC)

Estimates of Turbulence Severity Derived From Aircratt Gust Data,

Day 209, Penetration 1

141




o
-

15.

S
T

o}
~
- -
-
A
L H
we
L
S
i N
X 4

lAlAAllAlIAAAlAlLAAlJ‘A.AllllllllAAAAAAlAAAJAlAAAlAlllllAAllAAAAAAA‘nlAAAAAAAIAllAAAAAAlllLAAAAA‘LA

1625 1645 1705 1725 1745 1805 1825 1845 1905 1925
TIME (MIN/SEC)

2A A
[ pAY - 209, HR = 22

I
1
7

2 o
~
. — " e 3
. L
. I~ L
£ T H
w

4
T

3 4

UTTVTITI FYTTTIVUTY TUUTTTVVTY ITTTTTTTT FUVTTTUTTY FINUTIUITI FSUVTTIUVE FUTUTUUINL FUCUTTITEI FCVETTVoN

1625 1645 1705 1725 1745 1805 1825 1845 1905 1925
TIME (MIN/SED)

. DAY = 209, HR - 22

°
1
w

ot

~

-t -
L)

s

(‘s 9

Q 619 H

[T
1

4

FATTUTTTIN PUTUTTTITI FUTTUTTUTI FUUTTIVETE FUVUUTITEE FURTTUUTTY FVVUUTVENS ITTTETUVEY FUUTUTVTY IV TVFPITI

R 0.
1625 1645 1705 1725 1745 1805 1825 1845 1905 1925
@" TIME (MIN/SEC)

v
i
.

b )
A

¥

R

2

Figure G19. Estimates of Turbulence Severity Derived From Aircraft Gust Data,
Day 209, Penetration 2A

g?cﬁ;}

L
r
.l

a
. bt

142

3
A

Lo
- 0
AR IR I NP N AN N e, mTa W e e T P S U R T - - -

:‘T‘T\\"-‘T\ R R b g S B e S i 0" Sl A M B S S O DR A AN . R MR A U S i S Sk i el v .- -. 0 ) ) -. -l v -l1
.
“




Lt e s R Siase Begte deietunii - it~ und-anuiuli e e - - M v AnhRear hant A A At it Dulidieh ek ek 4

1S.
L DRY = 209, HR - 22
_10. S
[\al
~
T +
m
"
L H
wg,
M
0 TYVETUVI FETUVETUTY PUUTTUTUTY FUVEVITIUE FYVETETYVE FUTTVUUETY FNTTUITIT FUTCTTUUTY FUVTTTTUVE FUUTOTITI L
1945 2005 2025 2045 2105 2125 21495 2205 2225 2295
TIME (MIN/SEC)
A8
1S.
L DRY = 209. HR - 22
_10. S
<
= T
[ 3
[ 3
< H
wg,
T
" L
s _1.L
0. [YUTEURICE IVETVUTTTY FUSTVITUTY FUTRUTUUE FUVOUTTUTY FUUTUTTTITI FUTUUTTIVI CUTTTUUTTY FUTUTTITTS CTTUTT T

1945 2005 2025 2095 2105 2125 2145 2205 2225 2245
TIME (MIN/SEC!

M B
15.

DAY = 209. HR - 22

g

EPS »=i(1/3)

620 4

. I

0. IOTIVURVITFVTTTTITI FYVIVVIVIT FUSTUTUTTY FRTTTIVITE FUUUTUTIVE INVUTTIVI FUUTTUITIN FUTIUTTUIN FVTVTIT

1945 2005 2025 2045 2105 2125 2145 2205 2225 2295
TIME (MIN/SEC)

Figure G20, Estimates of Turbulence Severity Derived From Aircraft Gust Data,
Day 209, Penetration 2B

143




T T T T T T T T T T P e

0a
| DAY - 209. MR = 22

| th

Ty

o
A |
w

¥

-T

EPS »2l1/3)

wn

AAAIlllllll‘lllllAAlAALlllAAAllllAAllAAllAlnAAAlAlAAALAI11‘1“1!“!‘1'1!‘!1!!!llllllljllll‘AAlAALLL

2200 2220 2240 2300 2320 2340 2900 2420 24940 2500
TIME (MIN/SEC)

1S.rr
[ DAY = 209. HR = 22

EPS ==(1/31

0 IVTTTTUTE FUTTTTIVYS FUTTUTUITY FUSUTTTUTI URUTTUVITE FUTUUVETTT FUTUVITIVI FEUPTURUTY FFVITUUTTS FUVEEvOUR

2200 2220 2240 2300 2320 2340 2400 2420 2940 2500
TIME (MIN/SEC)

EPS »e(1/3)

0 IVTTTTTTTY CYUTTRETVI FUUTIUETVE FUSUUVEVEL FYUTUVIITY FVUUVITUTE UV VRIS FUUVEVUWEL FUSTVIVITE FUVEUTITE!

2200 2220 2290 2300 2320 2340 2400 2420 2940 2500
TIME (MIN/SEC)

Figure G21. Estimates of Turbulence Severity Derived From Aircraft Gust Data,
Day 209, Penetration 3A

e e e e - .o - “ e -6
. . . e B PRI -
'.-‘I .-‘ et " - - V. T e
~ L T R SR - o . - ...
- =~ "~ M i Y- - * - - -’ . "
P PP I s S0 VL oy S T <P PP P . I P




wer T W YTw
~r T L e " i 0 & i S e i b A atan AR ieal A4 dva b= S gt i el Rt TrEor o row B b S S -'1

308
| DAY - 209, MR - 22

o
-

o}

~ -+
I

Yy -

[l F H
o

w

b
T

b

aaaaaasdaaaaasaaadaaaaan

2520 2540 2600 2620 2640 2700 2720 2740 2800 2820
TIME IMIN/SEC)

0 UTTTITH TV ITTUTTTUTT ERUUTT TETT CTEeTew:

A
15.
[ DAY = 209. HR = 22

o

EPS »wil/3}

wn

T»
[NTTYTTUTI FUVETIVUTY FUTVUTRTTI

2520 2540 2600 2620 2640 2700 2720 2740 2800 2820
TIME [MIN/SEC)

o TP TINTIUTUT ITUUTUVIVI CUUUUUTEU FUTUTIVUTY PUUUTEUIUS ENTUTTY:

5 MW
15.
[ par - 209. HR = 22

EPS =»1]/3I

622
L

dr-
JUTTTCUVTI FTVUTEUTTE FYSVUTUTTY FUTETTEUUE FUTUTTUTET INTTUUURTE FUTTVECT I SUVETVUETE FURVUTEVEY FVVETETIU

2520 2540 2600 2620 2640 2700 2720 2740 2800 2820
TIME IMIN/SEC!

Figure G22. Estimates of Turbulence Severity Derived From Aircraft Gust Data,
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Appendix H

Estimates of Turbulence Severity Derived From Doppler Radar Data

Data for Figures H1 through H12 were acquired in 1981 and for Figures H13

through H55, in 1982.
Methods include structure function (lower dash), and variance with )‘o = 0.5 km

(upper solid), )\30 = 2,0 km (upper dash), and )‘o = o km (lower solid). Ordinate
2/ -1

units are cm sec .
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